
PRODUCT INFORMATION — NCR CENTURY 
PROCESSORS 



page: 1 of 115 
date: Aug. 73 



ST- 9402- Ofi 
BINDER NO, 014! 



NCR CENTURY 251 PROCESSOR 




This publication contains the functional description of the NCR Century 251. 
The General Introduction highlights the features of the NCR Century 251, while 
subsequent chapters (Memory, Arithmetic Logic Processor, I/O Control, and 
Operator's Console) cover these features and their related functions in more 
detail. 

This functional description is not intended as a reference manual for program- 
ming and operating the NCR Century 251. 
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GENERAL INTRODUCTION 

The NCR Century 251, highly flexible and easily expandable, is designed for 
the user whose present needs require a medium-scale data processing system yet 
whose changing needs require that the system be flexible to handle increasing 
loads without extensive replacement of hardware. The capabilities of the NCR 
Century 251 are easily expandable through a series of optional features; by 
adding the "performance package" feature, it may be up-graded to an NCR Century 
300 on the customer's premises. 

Advanced hardware technology, using the latest in integrated circuit and mem- 
ory components, the most advanced NCR Operating systems, and a set of 71 hard- 
ware commands, establishes the NCR Century 251 as a powerful base system that 
may be modified easily to meet the customer's growing demands on the system. 
In keeping with the NCR Century philosophy of upward compatibility, programs 
compiled on smaller NCR Century systems may be run on the NCR Century 251, with- 
out recompilation. 

SYSTEM ORGANIZATION 

The NCR Century 251 system consists of Memory, Arithmetic Logic Processor (ALP), 
Input-Output Control (IOC), and common trunk facilities for a wide array of 
peripherals, online communication devices and three integrated peripheral units 
for controlling and communicating with the system. The integrated peripherals 
are the I/O Writer, the CRT Display Unit, and the Interval Timer. 



NCR CENTURY 251 SYSTEM ORGANIZATION 
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MEMORY 

Memory, available in six sizes — 96K, 128K, 192K, 256K, 384K and 512K, is 
housed in one Memory Storage Unit (MSU) cabinet. (K = 1024 bytes) 

Information in memory is stored in 8-bit bytes, which may represent an 8-bit 
ASCII alpha or numeric character, an 8-bit binary number, or an 8-bit binary- 
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coded-decimal (BCD) number. BCD numbers may be packed (two BCD numbers in one 
8-bit byte) or unpacked (one BCD number in one 8-bit byte) . When packed BCD 
fields are unpacked, hardware logic sets the proper zone bits to represent an 
ASCII character. Numeric fields may be signed or unsigned, in fixed or float- 
ing point format. Data fields are variable in length and accessible one byte 
at a time (byte-addressable) . 

For increased throughput, data putaway to and retrieval from memory is performed 
one word (4 bytes) at a time. A word consists of 36 bits, 32 data bits and 4 
parity bits. The parity bits are transparent to the program and the external 
data representation. When data is stored in memory, parity bits are generated 
by parity logic and stored in memory with the data bits; when data is read from 
memory, parity bits are checked to assure the correctness of the data being 
read and to detect hardware malfunctions, and then discarded. 

Memory Access Ports 



The ALP and the IOC access the Memory Storage Unit through memory interfacing 
logic called ports. The ALP and the IOC have independent memory access ports, 
which reduces the memory contention time, and increases the effective memory 
access speed. 

The access ports have established priorities, with the IOC using a higher 
priority port than the ALP. When the two units request access to the same 
memory module at the same time, the IOC accesses the memory module before 
the ALP. 

The memory storage unit consists of two Memory Modules (MM), each equal to half 
of the total memory capacity. Each MM is capable of cycling independently. 
Through the memory access ports, the IOC and the ALP have access to either MM. 
This makes it possible for the IOC to access one memory module while the ALP 
is accessing the other one, causing the MM's to cycle simultaneously, further 
reducing the effective access time and increasing the access speed. 

The following illustration shows the internal organization of an MSU and the 
access ports to the MSU from the IOC and the ALP. 
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Memory Addressing and Address Interleaving 

Memory locations are addressed binarily, by byte, from zero to the limit of the 
physical memory size. Data bytes are grouped into words of 4 bytes each, which 
are stored consecutively in alternate memory modules. Alternating the data 
addresses between the two memory modules minimizes the chances of the IOC or 
the ALP having to access the same module twice in a row. This concept of mem- 
ory addressing, known as memory address interleaving, has two advantages over 
single-access non- inter leaved memories: (1) increases the speed of data put- 
away or retrieval, since the processor, which requires less time to operate 
than memory, can cycle the other module before the first module has finished 
cycling, and (2) increases the throughput of the system, since the ALP and the 
IOC can access memory simultaneously. 

The following illustration shows the relationship of the word addresses to the 
byte addresses and their location within the MSU. 
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By interleaving memory addresses, each consecutive word of a data field in 
memory is accessed in the alternate memory module. The memory cycle time is 
I 680 nanoseconds (ns) . During a read cycle, the data is available to the pro- 
cessor after 730 nanoseconds; during a write cycle the data has been trans- 
mitted to the memory module and stored in the memory data register within 400 
nanoseconds. The memory module logic supervises the operation from that point 
on, while the processor is free to access the other module or to perform an 
internal function. The duration of a processor cycle is 240 nanoseconds. Be- 
cause of interleaving, the processor can access a memory module, perform an 
internal operation, access the alternate memory module, and then be ready to 
access the first memory module again without being idle. (The preceding 
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explanation is based on the assumption that no memory access contention occurred 
between the IOC and the ALP.) 

Optional Time of Day Clock (TOD) 

The Time-of-Day clock (TOD) is an optional memory feature that is required by 
software. The TOD is used for timestamping messages displayed to the operator, 
and timing program runs by logging the starting and ending times of program 
execution. 

The TOD is accessed by addressing a special clock word in memory; if accessed 
for a read function, the contents (32 bits) of the TOD are transmitted to the 
ALP, if accessed for a write function, TOD is reset to 0. The clock is incre- 
mented in 25 microsecond intervals, with the output being decoded by software 
to arrive at the actual time of day. This makes the TOD a combination soft- 
ware-hardware clock. 

ARITHMETIC LOGIC PROCESSOR (ALP) 



The Arithmetic Logic Processor (ALP) is a high-speed, word (4 bytes) data pro- 
cessing unit. Internal data paths, data storage registers, address registers, 
adders, and data shifting and comparing registers have the capability to handle 
a word (4 bytes) of data at a time, rather than a single byte. 

Processor Organization 

The Arithmetic Logic Processor (ALP) contains two independent functional units: 
the command setup unit and the command execution unit. Because of the extensive 
logic involved, the independent units, each performing its particular function, 
accomplish the setup and execution of commands faster and in a more efficient 
manner than a single unit would, if it were performing both functions. The 
separation of the processor into two functional units also enhances the instal- 
lation of the "performance package" option when up-grading an NCR Century 251 
to a 300. 

The ALP operates asynchronously, that is, it is not memory cycle-driven or 
controlled by any other external clocking scheme. Each unit of the ALP has an 
independent internal clock that controls the sequence of the functions performed 
in that unit, with a cycle time of approximately 240 nanoseconds. When one unit 
completes setting up the command, it transfers the set up command to the other 
unit for execution. Following command execution, extensive testing for inter- 
rupt conditions, transfer of control conditions, and error conditions, known 
as Between Commands Testing (BCT) takes place. 

Command Format 



The commands stored in memory are either in a one-address format (four bytes) 
or a two-address format (eight bytes). 
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The following illustration shows the one-address and the two-address command 
formats, followed by definitions of each byte in the command. 



NCR CENTURY 251 COMMAND FORMAT 
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Q — Command code, the operating instruction to the processor. 

RA — Specifies mode of addressing, indexing, and the index register number 

used. 
A2A1 — The partial address of the A operand. If the partial address is not 
modified, then the contents of bytes A2A1 become the effective A 
operand address . 
X — Field length of both A and B operands. (In some special commands, the T 
value specifies something other than field length. These exceptions are 
explained in "NCR Century 251/300 Hardware Commands," under this tab.) 
RB -- Same as RA, for the B operand. 
B2B1 — Same as A2A1, for the B operand. 

In a one-address command, the T value and the B operand address are said to be 
implied; that is, the T value used is the one set up by a previously executed 
two-address command and the B operand address used is the one stored in the B 
operand address register at the conclusion of the last command. 

Although data is byte-addressable, where the starting address may be any legal 
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(evenly divisible by four), or a Programming Error occurs. 
Addressing Modes 

Addressing may be performed in one of four modes: direct addressing, two modes 
of indirect addressing, and incremental indexing of addresses. A detailed 
description of addressing modes follows in the ARITHMETIC LOGIC PROCESSOR 
chapter of this publication under the heading of "Instruction Format and In- 
dexing." 

Multiprogramming 

Multiprogramming enables the processor to handle two or more programs simultan- 
eously, thereby reducing the processor idle time, increasing the total proces- 
sing capabilities, and reducing the total effective time required for running 
a certain number of programs. Program separation during multiprogramming is 
accomplished by multiple BAR (Beginning Address Register) and LAR (Limiting 
Address Register) registers which protect one program from accessing memory 
areas assigned to another. The use of BAR/LAR registers also simplifies pro- 
gramming by permitting all programs to start at relative memory location 
zero. Memory protection is provided by a Write Prohibit flag and a Segment 
Unavailable flag, used in conjunction with each BAR/LAR register. 
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Storage of index registers in memory, rather than hardware "live" registers, 
allows each program to have its own individual set of 63 index registers. This 
reduces software overhead considerably, since the contents of the index regis- 
ters do not have to be saved each time program switching occurs. The memory- 
resident index registers also eliminate the need for a number of hardware com- 
mands for register manipulation. 

Hardware Commands 

The command trunk feature, using only one I/O command for initiating all data 
input-output functions, eliminates the need for several I/O hardware commands. 
By also eliminating a number of commands for register manipulation, 71 hardware 
commands are needed to control the NCR Century 251 Processing System. 

The following list contains the commands of the NCR Century 251, in groupings 
of their major functions: 

11 Fixed Point Binary Commands 

12 Floating Point Commands 
9 Decimal Arithmetic Commands 
3 Move Data Commands 
8 Logical Commands 

13 Transfer Commands 
15 Special Commands 

INPUT-OUTPUT CONTROL (IOC) 

The input-output operations of the NCR Century 251 work on the common trunk 
concept, compatible with all NCR Century Series Processing Systems. The common 
trunk concept, simplified, means that all peripherals interface with the I/O 
trunk in a like manner, which permits the use of a single I/O command. 

Separation of data lines from the control lines, in the common trunk, permits 
the simultaneous selection of like peripherals, working under the supervision 
of one control unit. For instance, a disc controller, controlling eight disc 
units, may issue "seek" instructions to seven units while transferring data 
from an eighth unit. All units performing the seek function do so simultan- 
eously, without any detrimental effects on the data transfer. 

To detect errors in transmission and other hardware malfunctions, and to verify 
the correctness of the transmitted information, all control characters (selec- 
tion, data-request, terminate, etc.) and all data characters (information) are 
transmitted with a parity bit. The parity bit is generated by the sending unit 
and checked by the receiving unit. Use of parity during the I/O operation 
increases system reliability by protecting data integrity and preventing selec- 
tion of the wrong peripheral. 

Peripheral Unit Selection 

The processor initiates an I/O operation by executing an I/O command. The I/O 
command specifies a memory location that contains the desired Peripheral Ad- 
dress Field (PAF) . 
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The PAF specifies the trunk number, the position number on the trunk, a func- 
tion code (read, write, rewind, etc.), and other pertinent data, depending on 
the peripheral unit to be selected (for instance, cylinder, head, and sector 
number, if a disc is selected). When the peripheral unit has received the 
necessary information, it sends an End-of-Control-Information signal to the 
processor, which terminates the I/O command. The processor proceeds to the 
next command in sequence. The actual data transfer is under the supervision 
of the IOC. 

Data Transfer 

In the standard I/O configuration, two 4-position trunks and an 8-position 
multiplexor trunk are connected to the IOC. (Positions 0, 1, and 5 of the 
multiplexor trunk are dedicated to the CRT Display Unit, the Interval Timer, 
and the I/O Writer.) 

Each 4-position trunk is assigned a "live" control word and a "live" 1-word 
buffer in the IOC. This reduces the memory accesses for address incrementa- 
tion in the control word, and for data retrieval and putaway. Since the IOC 
has its own access port to memory, data putaway is accomplished one word (four 
bytes) at a time, as the buffers become filled. Similarly, when outputting 
data to a peripheral unit, a word is read from memory and stored in the appro- 
priate buffer in the IOC. From this buffer, the data is transmitted to the 
peripheral unit one byte at a time, until the buffer is emptied. Memory is 
then accessed again for the next word. 

Since more than one position on the multiplexor trunk can be active at the same 
time, "live" buffers and control words are not used. Instead, an 8-position 
scanner checks each position of the trunk for activity and stores the data 
directly in memory, a byte at a time, as it is received. For online communica- 
tions with remote terminals, the NCR 621 Multiplexor, with self-contained con- 
trol logic and sequencing, can accommodate up to 253 communication lines. 
The Multiplexor may occupy any of the non-dedicated positions on the multi- 
plexor trunk. 

Trunk Configuration 

The following illustration shows the standard I/O configuration, with two 
4-position trunks and the multiplexor trunk. 
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The standard I/O configuration may be expanded by adding two optional features. 
Each optional feature consists of adding two trunks to the standard I/O con- 
figuration, for a total of four or six 4-position trunks. Each optional trunk, 
like each standard trunk, has a "live" control word and a 1-word buffer. The 
NCR Century 251, with the standard I/O configuration, is capable of 10-way I/O 
simultaneity. The optional trunks increase the I/O capability to 12- or 14- 
way I/O simultaneity. 

The following illustration shows the expanded I/O configuration of the NCR 
Century 251 Processing System. 



OPTIONAL I/O CONFIGURATION 



ALP 




IOC 



1-word buffer per trunk \ 4 ition trunks on , 
1 control word per trunk^f 



Optional 

4-position 

Trunks 



Standard 

4-position 

Trunks 



Position - CRT 

Position 1 — Interval 
Timer 



Position 5 - I/O 

Writer 



Multiplexor 
Trunk 



PRODUCT INFORMATION — NCR CENTURY SERIES 
PROCESSORS — PUB. NO. 10 



CG-9402-06.01 



Dec. 73 
Page 12 



NCR CENTURY 251 — GENERAL INTRODUCTION 



Data Transfer Rates 

Data transfer rates depend on many different factors: the number of trunks 
operating simultaneously, the transfer rates of the various peripheral units 
in operation, individual trunk transfer rates, memory speed, and the physical 
location (cable length) of the peripheral units. 

The transfer rate of the multiplexor trunk is 120 KB. The transfer rate of 
the standard and optional 4-position trunks, is 815 KB. The system I/O band- 
width (maximum I/O transfer rate) of the NCR Century 251 is 1630 KB with the 
two standard 4-position trunks, and 2740 KB with the optional (total 4 or 6) 
4-position trunks. Because of the independent I/O controller and its separate 
path to memory, when operating at maximum I/O rate, there is minimal degradation 
in the compute rate of the ALP. 

The following table lists the trunk transfer rates and the system I/O bandwidth 
of the NCR Century 251. 



SYSTEM I/O BANDWIDTH AND TRUNK TRANSFER RATES 


I/O Configuration 
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* The data transfer rate of the Multiplexor trunk varies, depending on the number of active positions 
on the trunk. For a detailed description of multiplexor trunk transfer rates, refer to the 
INPUT-OUTPUT CONTROL chapter of this publication. 



1/0 Termination 

I/O termination results when an 1/0 operation is completed. (All terminating 
conditions are covered in detail in the INPUT-OUTPUT CONTROL chapter of this 
publication, under the heading "Termination.") 

For the efficient handling of I/O terminations, each 1/0 function is assigned 
a priority level. Each program being executed in the ALP is also assigned a 
priority level. The priority levels range from through 15. If the I/O func- 
tion has a higher priority than the program being executed at the time, the 
program is interrupted and the I/O termination is serviced. If the program, 
however, has a higher priority than the terminating I/O function, no inter- 
ruption occurs. Instead, the IOC makes an entry in a termination queue table 
and sets a flag in a queue pointer list to indicate that an 1/0 operation 
terminated. When the next program interrupt occurs, the termination is ser- 
viced. 

The use of termination queues and queue pointers eliminates the necessity of 
the processor having to interrupt its program flow and enter the 1/0 termina- 
tion routine every time an 1/0 termination occurs. This minimizes software 
overhead, by allowing 1/0 terminations to be processed selectively, according 
to priority. The establishment of interrupt priorities also prevents rela- 
tively low-priority 1/0 terminations from interrupting a high-priority program 
that is active at the time. 
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OPERATOR'S CONSOLE 

The Operator's Console, consisting of a CRT Display Unit, an I/O Writer, a 
Control Panel, and a keyboard shared by the CRT Display Unit and the I/O Writer, 
is the communications and control center of the NCR Century 251. The console, 
an integral part of the processing system, enables the operator to make full 
use of the extended operating systems, and increased hardware capabilities of 
the NCR Century 251. 

The primary means of communications between the operator and the computer is 
the CRT Display Unit, whose functional capabilities are dependent, to a large 
degree, on the operating system under which the computer is operating. Gener- 
ally, the operator is provided the means to access program and system status 
and related information, as well as to enter instructions and information 
through the keyboard. For a detailed description of operator communications, 
refer to the NCR CENTURY OPERATORS INFORMATION MANUAL. 




System software uses the CRT Display Unit to display the system status. The 
system status display is organized in an expanding, tree-like, hierarchical 
structure. The operator, by pressing the touchplate switches corresponding to 
the lines, may access any level of the tree-like structure. Information con- 
cerning peripheral availability, peripheral status, job queueing, or the list 
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of pending messages is immediately available to the operator, as shown on the 
following illustration. 
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From a list of pending messages in memory, the oldest message is displayed on 
the CRT. The operator responds to that message through the keyboard, and 
terminates the response. Software checks the validity of the response and acts 
on it. The next message is now displayed and the operator responds in the 
same manner. System messages requiring a response are answered in the same 
manner as the user messages. System messages have a higher priority than the 
user messages and are, therefore, displayed before the user messages. 
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To exercise control over the system operation, the operator may request infor- 
mation from the system. By pressing a touchplate switch, the operator indi- 
cates to the system that he desires to make a system request. As he types the 
request on the keyboard, the request is displayed on the screen of the CRT. 
The request is terminated and processed in the same way as a message response. 

The CRT Display Unit includes 32 touchplate switches: 24 numeric switches 
which are aligned with the corresponding lines on the screen, and 8 alpha con- 
trol switches, placed immediately to the left of the line switches. 

Some of the numeric switches display the entry on the corresponding line on 
the CRT. They are used with the System Display messages to the operator, such 
as current jobs, pending jobs, etc. Others request a display of pending mes- 
sages from the system or the user. 

The alpha control switches are used to place the DISPLAY INDEX on the CRT 
screen, to display the next higher level of the display hierarchy, or to print 
a hard copy of the current CRT display on the I/O Writer. Certain displays 
may overflow the CRT screen. In such cases, the display is split into two or 
more pages. The multi-page display can be viewed by using control switches to 
"page forward" or "page backward." 

SYSTEM AVAILABILITY 

Higher cost of computers and the ever-increasing trend toward online realtime 
applications necessitates greater reliability of computers and increased avail- 
ability to users. Availability is directly dependent on the reliability and 
the maintainability of the product. 

The NCR Century 251 is designed, from the selection of hardware components 
through final testing to meet rigorous quality control standards, to provide a 
high degree of reliability. 

Since reliability, after completion of the manufacturing process, becomes a 
fixed factor, availability is affected primarily by maintainability. To in- 
crease the availability of the equipment to the customer, the NCR Century 251 
incorporates extensive aids in dynamic fault isolation, as well as offline 
testing facilities, to improve maintainability. 

Diagnostic Aids and Testing Facilities 

The diagnostic capabilities of the NCR Century 251 are arranged in three levels 
of comprehensiveness and operation: 

1. Detection and logging of malfunctions to aid the technical representative 
in detecting patterns or trends in the occurrence of these malfunctions. 
This log is valuable in isolating highly intermittent faults and faults 
that are not system-disabling. 

2. Diagnostic programs, written in a more elementary machine language that 
uses microdiagnostic hardware (nonprogrammable wired-in logic), are used 
to isolate faults in the ALP and the IOC where extensive testing at 
internal computer speeds is required. Microdiagnostics are extremely 
valuable in establishing the integrity of the basic processing system 
(ALP-IOC) . 

PRODUCT INFORMATION — NCR CENTURY SERIES Aug. 73 

PROCESSORS — PUB. NO. 10 Page 16 



NCR CENTURY 251 — GENERAL INTRODUCTION 



3. Comprehensive test panels are included in individual units (ALP, IOC, 
MSU, and peripherals) for effective offline testing and trouble-shooting 
in the occurrence of semi-solid, solid, or predictable faults. 
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MEMORY 



INTRODUCTION 



The memory used with the NCR Century 251 has a cycle time of 680 nanoseconds. 
During this time period, the ALP or the IOC can read from or write into memory 
one 4-byte word of data. Six available memory sizes, 96K, 128K, 192K, 256K, 
384K, or 512K, are housed in one Memory Storage Unit (MSU) cabinet. Each MSU 
is comprised of two equal Memory Modules (MM) and the interfacing logic and 
power supplies necessary for the operation of the unit. 

The following table contains the six memory sizes available, their storage 
capacities, and the capacity of each memory module. 



NCR CENTURY 251 MEMORY 
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65,536 

98,304 

131,072 

196,608 

262,144 



MEMORY ORGANIZATION 

Each MSU consists of two equal memory modules that function independently of 
each other; that is, each MM contains its own address register, data registers, 
and timing logic. 

Data storage is organized in 4-byte words, with each successive word stored in 
the alternate module. Starting addresses of data words are zero modulo four 
(0 mod 4), that is, evenly divisible by four. Each byte within a word may be 
addressed individually. Although memory accesses occur a word at a time, the 
requesting unit (ALP or IOC) can block the transfer of the unrequested bytes 
to or from memory. 

The following chart shows the relationship of the different components to each 
other within the MSU. 
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Data storage locations in the MSU are accessed through interfacing logic, 
called ports. The ALP and the IOC have independent memory access ports to re- 
duce the memory contention time and increase the effective access speed. Al- 
ternate addressing of data words in memory makes memory address interleaving 
possible. Memory interleaving is the concept whereby each successive word of 
data is stored in the alternate memory module. Since each MM is capable of 
cycling independently of the other, the accessing unit (ALP or IOC) does not 
wait till the end of the memory cycle in one module before initiating a memory 
cycle in the other module. 

The following illustration shows the memory access ports and the interleaving 
of the two memory modules . 



MEMORY PORTS AND MEMORY INTERLEAVING 
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DATA REPRESENTATION 

The 8 bits in a byte may be used to represent two packed binary coded decimal 
(BCD) numbers, 8-bit binary numbers, or 8-bit NCR Century characters (4 zone 
bits and 4 digit bits). 
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Note that in the code chart b8 is always 0, limiting the number of possible 
characters to 128. This configuration conforms to the American Standard Code 
for Information Interchange (ASCII) . 

Examples of Data Representation 
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If the bit configuration above is considered as two 4-bit BCD numbers, the 
decimal values are 5 and 6. 
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If the same bit configuration is considered as a single, 8-bit binary number, 
the decimal value is 86. 
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If the same bit configuration is considered as a character in the NCR Century 
code, it is equivalent to a V. 
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FUNCTIONAL DESCRIPTION OF MEMORY 

Introduction 

The function of the memory unit is to receive information from the processor 
(ALP or IOC), retain the information, and return it to the processor upon 
request. Communications between the processor and memory fall into four general 
categories: control, timing, addressing, and information transfer. 
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Control 

Control from the processor performs two basic functions: initiation of the 
timing sequence and request of a read or write operation. 

Timing 

Timing from memory to the processor is based upon hardware-generated signals 
These signals occur at specific times during the memory cycle (one memory 
cycle requires 680 nanoseconds. 

Addressing 

Addressing from the processor to memory takes place over 22 lines. The 
address is decoded by processor (ALP or IOC) hardware to provide character 
(byte) addressability. 

NOTE 

To access the maximum memory configuration of 256K, the 
NCR Century 251 utilizes only 18 of* the 22 address lines; 
bits 19 through 22 must be zero. Lines 19 through 22 are 
provided to maintain compatibility and to facilitate up- 
grading to an NCR Century 300. The absolute address used 
to access memory is always checked for being larger than 
the physical memory size; if it is, a programming error 
(PE) results. 

Information Transfer 

Information (commands or data) is transferred between the processor and 
memory 1 word at a time (including 4 parity bits). 
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Functional Operation of Memory 

The memory performs two basic functions: reading data and writing data. Each 
function requires one memory cycle. When the processor informs the memory that 
a read or a write operation is to be performed, hardware initiates a memory 
cycle. During the cycle, memory logic generates timing signals that govern the 
remainder of the operation. At the beginning of the cycle, the memory address 
register accepts an address from the processor, decodes it, and selects the 
proper location in the memory storage unit. During a read operation, the con- 
tents of the selected word are transferred to the data register where memory 
logic assembles the data into bytes and transmits them to the processor. Dur- 
ing a write operation, the processor transmits the data to be stored in memory 
to the memory data register. Memory logic disassembles the data bytes and 
writes the information by bits into the specified locations. 
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Hexadecimal Address Representation 

Binary addressing in NCR Century Systems keeps the need for hardware to a 
minimum. To facilitate the expression of binary addresses, NCR Century 
Systems use a hexadecimal representation of binary addresses. 

Binary numbers are represented as hexadecimal values by dividing the binary 
field into groups of four bits. The value of each group of four bits is 
then expressed hexadecimally . 

Each group of four bits can range from through 15 (decimally) . The values 
are expressed hexadecimally as 0-9 and A-F. The following chart shows the 
conversion of 4-bit binary numbers to decimal values and to hexadecimal values 
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CONVERSION OF BINARY TO DECIMAL 




AND HEXADECIMAL VALUES 
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Memory Addressing 

Data in the NCR Century 251 is byte-addressable. This means that, within 
each word read from memory, the processor is capable of accepting one, two, 
three, or all of the four bytes read, while rejecting the others. Similar- 
ly, when data is written into memory, only the particular byte(s) specified 
within the 4-byte word is (are) altered, while the others retain their 
original value. 

Memory operation in the NCR Century 251 requires that the address of the 
most significant byte of data accessed be zero modulo four (evenly divisible 
by 4). If the address of a requested byte is not zero modulo four, it is 
adjusted to the next lower address that is evenly divisible by four. Even 
though any byte or series of contiguous bytes can be accessed during a mem- 
ory operation, the entire word (nearest lower zero modulo four address) 
that contains the requested byte is always accessed. All four bytes of an 
accessed word may or may not be required by the operation taking place. 

In the following example, bytes 00B37, 00B38, 00B39 and 00B3A must be 
accessed for an operation. 

The address of the most significant byte is OOB37. This byte is contained 
in the memory word addressed as 00B34, the next lower zero modulo four 
address. The word located at 00B34 is read from memory and stored in a 
data register. The memory addresses of the four bytes in the word are 
00B34, 00B35, 00B36, and 00B37; byte 00B37, the requested byte, is saved, 
the other three bytes are ignored. Since all the requested bytes have not 
been accessed, the next word, which begins at 00B38 and contains bytes 
00B38, 00B39, 00B3A, and 00B3B, is read from memory. Bytes 00B38, 00B39, 
and 00B3A fulfill the request; byte 00B3B is ignored. 
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NOTE 

This request requires two memory cycles to access the four 
bytes. If the address of the first requested byte had been 
zero modulo four, only one memory cycle would have been 
needed, saving access time. 

The memory addresses in an MSU are interleaved between the two memory modules. 
Interleaving means that every second contiguous word (4 bytes) is stored in 
the same memory module. Interleaving permits more efficient processor opera- 
tion by increasing memory throughput. Due to the memory access priorities, 
neither unit may control a memory module continuously for more than one memory 
cycle, if the other unit is requesting that module. 

The following table shows the organization of a main storage unit (MSU) . As 
shown in the table, two contiguous words may be accessed, one in each memory 
module, before accessing the same module again. Word addresses are shown in 
decimal notation above the boxes; byte addresses are shown in hexadecimal 
notation within the boxes. 
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Interleaving memory addresses permits the fastest possible access of consecu- 
tive words within an MSU. Although a memory cycle is 680 nanoseconds, only 
the actual access times are considered, unless a memory module is accessed 
consecutively. If multiple memory words have to be read or written, the 
processor is free to initiate a cycle in the next memory module before the 
memory cycle of the module just accessed is completed. 
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The following graph illustrates memory access simultaneity made possible by 
memory address interleaving. For illustration purposes, consider that the ALP 
is in the process of accessing a particular memory module (MM # 0) . During the 
cycle initiated by the ALP, the IOC raises an access request for the same 
module. Before initiating a new cycle, however, the IOC must wait until the 
memory module completes its present cycle. As the ALP is accessing the other 
module to read out the next word of data, IOC is accessing the module just 
released. During this and subsequent cycles, the two modules are accessed con- 
currently, one by the ALP, the other by the IOC. 
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Memory locations are addressed by the least significant 18 bits of a 3-byte 
absolute address. The address bits are designated as LI through L18. Of the 
18 bits used, L3 through L18 constitute the word address, while LI and L2 
designate the byte within that word. 

The following illustration is a simplified chart of address and data flow be- 
tween processor and memory. 
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• Read Operation 

A read operation is performed during one 680 nanosecond memory cycle. As 
the cycle progresses, the memory address register accepts the data address 
from the processor. This address specifies the memory location of the word 
that contains the requested byte(s). The data-bits in the selected word 
are sensed and stored in a memory data register. The contents of the data 
register are then transferred over data lines to the requesting unit (ALP 
or IOC). 

• Write Operation 

A write operation is also performed during a single memory cycle. As the 
cycle progresses, address selection is completed and the data to be written 
is transferred to the memory data register. Since only the selected byte 
positions in the memory data register can be altered, any remaining bytes 
in this register remain unchanged. During the next portion of the cycle, 
the altered word image in the memory data register is written into the 
original memory location. 

OPTIONAL TIME OF DAY CLOCK (TOD) 

The optional TOD clock, a binary 32-bit counter, is incremented in a live 
register at 25 microsecond intervals. The clock register may be read or reset 
to by the operator. When read, the readout is the binary configuration of 
the clock register which is then decoded by software to give the actual time 
of day. When an attempt is made to write into the clock word, the clock is 
reset to 0. Software requires that every system have a. timp. of day olnrk- 

Functional Operation 

The TOD clock register is reset to under processor control through a write 
function that addresses the appropriate clock word. The address of the clock 
word is 264. When the clock word is reset no parity check is made; however, 
when the clock word is read by the processor, the memory control logic sends 
a full word with parity. The contents of the clock register is binary, there- 
fore, when reading the contents of the clock register, it has to be decoded by 
software to display the actual time of day as entered at initiation time. The 
TOD clock may be displayed on the CRT Display Unit or typed on the I/O Writer. 
For a detailed description of display methods, refer to the NCR CENTURY 
OPERATORS INFORMATION MANUAL. 
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ARITHMETIC LOGIC PROCESSOR (ALP) 

INTRODUCTION 

The Arithmetic Logic Processor (ALP) is composed of two functionally independent 
units: the instruction setup unit (I unit) and the execution unit (E unit). 
Each is an asynchronous unit which operates independently of the other, in 
sequential order. 

The I unit reads commands (program instructions) from memory, interprets these, 
and stores the associated information (partial operand address, addressing 
modes, data field lengths, etc.) in storage registers. Using the information 
specified in the command, the I unit computes the absolute memory addresses for 
each operand. 

When command setup is completed, the I and the E units link in a mutually syn- 
chronized transfer flow, where the I unit transfers the information contained 
in the command, which it just completed setting up, to the E unit for execution. 

The E unit performs the actual arithmetic (or other) calculation specified by 
the command. The actual steps involved in executing a given command are too 
numerous and variable to explain in this publication; for a detailed descrip- 
tion of each command and its execution, refer to "NCR Century 251/300 Hard- 
ware Commands," under this tab. 

INDEX REGISTERS 

In the NCR Century 251. as well as all other models in this series, the operand 
addresses contained in the command are 2 bytes (16 binary bits) long. The max- 
imum memory address that may be accessed by the operand address in the command, 
therefore, is 65, 535 (binary 1111 1111 1111 1111 equals decimal 65,535).. 

With memory sizes exceeding 64K, the portions above 64K are addressed by modify- 
ing the addresses in the command. This is done by adding the address contained 
in the command, now referred to as partial address, to the contents of a regis- 
ter, referred to as an index register, which is large enough to access any 
location in memory. 

All NCR Century series processors utilize 63 index registers, IR 1 through IR 
63, which are contained in the main memory. Each index register consists of 
the three least significant bytes (24 bits) of a 4-byte word. The registers 
are in consecutive memory locations from 4 through 255. 

The following illustration shows the index registers and their addresses in 
the main memory. 
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INDEX REGISTER LOCATIONS 


IR 
No. 


IR Word 
Location 


3-Byte 1 R 
Location 


1 
2 

3 

• 
• 

61 
62 
63 


00004-07 
00008-1 1 
00012-15 

• 
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• 
• 
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All index registers are accessible to the programmer and may be used as common 
memory storage areas. However, some of the index registers have been assigned 
for use with the operating system, so care must be taken not to destroy their 
contents. (See "Memory Registers" in this chapter.) 

INSTRUCTION FORMAT AND INDEXING 

The operating instructions are stored in memory as absolute (machine language) 
commands in 1- or 2-address formats, which occupy either 4 or 8 bytes of mem- 
ory storage area. (1- or 2-address commands are also referred to as single- or 
double-stage commands.) Most commands require two addresses: an A operand 
address and a B operand address. (An add command, for example, requires the 
addresses of the two operands to be added.) The 1- and 2-address formats are 
functionally equivalent since the 1-address format uses the B operand address 
from the preceding command. In general, the results of an arithmetic operation 
replace the contents of the B operand address. 

The address of the leftmost character (Command Code) of each command must be 
evenly divisible by 4 (0 mod 4). An attempt to execute a command that violates 
this rule results in a program error (PE) interruption. 

The following illustration shows the format and contents of a two-address NCR 
Century command. The illustration is followed by an explanation and descrip- 
tion of the functions of each byte within the command. 



NCR CENTURY HARDWARE COMMAND FORMAT 



Two-Address 



One-Address 

A 



b8-b3 
Index 
Register 

b7-b1 
*- Command 
Code 

*— b8 — Command Format 



Partial Address 
of A Operand 



t- b2-b1 Mode of 
Addressing 



Field 
Length 



(See RA) 



Partial Address 
of B Operand 



J 
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Command Code — Q 

The Q portion of the command specifies the command code and the command format. 
The binary value of b7 - bl designates the command to be executed (add, subtract, 
etc.). The most significant bit (b8) indicates the command format: 

• b8 = The command has a 2-addressformat. 

• b8 = 1 The command has a 1-address format; the address of the B operand 

and the length character (T) , if required, are retained from the 
preceding command. 



Index Register — RA 

The second byte of the command code contains the RA character. Bits 8 through 
3 of the RA character specify an index register number from through 63. When 
bits 8 through 3 specify an index register other than 0, the contents of the 
specified index register and the A2A1 portion of the command are added together 
to form the effective address. When bits 8 through 3 equal 0, the A2A1 portion 
of the command becomes the effective address. 

The binary value of the b2 - bl portion of the RA character specifies the mode 
of addressing: 



• b2 

• b2 

• b2 

• b2 



bl 
bl 
bl 
bl 



Mode 

1 Mode 1 

2 Mode 2 

3 Mode 3 



Direct, no n- incremental indexing 

Indirect addressing 

Indirect addressing 

Direct, incremental indexing 



Mode Addressin 



& 



If b8 - b3 = 0, no index register is specified, and the A2A1 characters con- 
tain the effective address. 

If b8 - b3 4- 0, the A2A1 characters are added to the contents of the specified 
index register to form the effective address; the contents of the specified 
index register remain unchanged. 



EXAMPLE 1: 

Mode 0, no indexing (addresses are shown in decimal notation for simplifica- 
tion) . 

Command 



10000 


10001 


10002 


10003 


Q 


R A 


A 2 


Ai 










29750 




i 


i 


J 
Mo 


i 
de 


1 
Effective Addr 


ess of a Operand 



No Index 

Register 

Specified 
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EXAMPLE 2: 



Mode 0, Indexing 



Decimal 
Address 



Command 



10000 


10001 






Q 


R A 


A 2 


Ai 




19 | 


14723 


/ t 

yS Mode 


0076 


0077 


0078 


0079 




28670 


L 


y 






J 




Partial Address (A2A1] 
Contents of IR19 
Effective Address 



Index Register Word 19 



Mode 1 Addressing 



II 



If b8 - b3 = 0, no index register is specified; the A2A1 characters form an 
effective indirect address. 

If b8 - b3 4- 0, the A2A1 characters are added to the contents of the speci- 
fied index register to form an effective indirect address; the contents of 
this index register remain unchanged. 

The contents of the 4-character address field specified by the intermediate 
effective address are read out of memory. The three least significant bytes 
of this 4-character field are now processed as the RA, A2, and Al portion 
of the command. The mode of this 3-character address field determines 
whether the field contains the address of the A operand (mode 0) or whether 
the field contains another indirect address (mode 1) . Mode 1 addressing can 
be repeated a maximum of five times; that is, five intermediate effective 
addresses can be used without a mode change. A PE occurs on the sixth repeat 
if no mode change is initiated. 

The mode 1 addressing flow requires that the intermediate fields referenced 
must he at mod 4 locations, otherwise a PE results. 

A change to mode 0, 2, or 3 may be initiated at any of the intermediate 
fields referenced. Whichever mode is specified, the rule governing that 
particular mode is followed until the addressing flow is complete. 

EXAMPLE: 

Mode 1, no Indexing and Indexing 
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Command 



10000 


10001 


10002 




10003 





Q 


R A 


A 2 




Ai 






I 1 


1 




16384 







Effective Indirect Address 



No Index Mode 

Register 

Specified 




Partial Address 
Contents of IR23 
Effective Indirect 
Address 



32648 


32649 


32650 


32651 






X 





Mode — May remain mode 1 for a maximum of 
five intermediate addresses. 



• Mode 2 Addressing 



If b8 - b3 = 0, no index register is specified; the A2A1 characters contain 
an effective indirect address. 

If b8 - b3 ^ 0, the A2A1 characters are added to the contents of the speci- 
fied index register to form an effective indirect address; the contents of 
the specified index register remain unchanged. 

The effective indirect address, which may be located anywhere in memory, 
specifies a 3-character field whose contents function as the effective 
address for that operand. 

EXAMPLE 1: 

Mode 2, no Indexing 



Command 



10000 


10001 


10002 


10003 


Q 


R A 


A 2 


Ai 







2 


8507 



Effective Indirect Address 




1 
No Index Mode 

Register 

Specified 



Effective Address of A Operand 
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EXAMPLE 2: 



Mode 2, Indexing 



10000 


10001 


10002 


10003 


Q 


R A 


A 2 


Ai 




60 | 2 


10041 


x t 

jr Mode 


0240 


0241 


0242 


0243 




25001 


i 


' 









Index Register Word 60 





Partial Address 
Contents of IR60 
Effective Indirect 
Address 



Effective Address of A Operand 



Mode 3 Addressing 

If b8 - b3 = 0, no incremental indexing is performed; the A2A1 characters 
contain the effective address. 

If b8 - b3 ^ 0, the A2A1 characters are added to the contents of the speci- 
fied index register to form the effective address. The sum is then stored 
in the designated index register. 

When command setup terminates, the address in the index register is equal 
to the effective A operand address. This technique is useful, for example, 
in stepping through tables. 

EXAMPLE 1; 

Mode 3, no Indexing 



Command 



10000 


10001 


10002 


10003 


Q 


R A 


A 2 


Ai 







3 


17491 




1 


I 


t 

Mode 











Effective Address of A Operand 



No Index 

Register 

Specified 
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EXAMPLE 2: 



Mode 3, Indexing 



Command 



Q 


R A 


A 2 


Ai 




45 3 


190 


^^^ Mode 


0180 


0181 


0182 


0183 




4640 




Index Register Word 45 
Before Setup 






0180 


0181 


0182 


0183 




4830 




" 


y 










Partial Address 
Contents of IR45 
Effective Address 



Index Register Word 45 
After Setup 



For added flexibility in addressing, all NCR Century series processors pro- 
vide the ability for decremental indexing as well as incremental indexing. 
Decremental indexing, for example, may be used to search through a table in 
descending order. 

During command setup, the contents of the specified index register are 
added to the contents of the command operand address (A2A1 or B2B1) to form 
the effective address. The two addresses are considered as unsigned binary 
fields. Decrementing is accomplished by adding the quantity (65,536 - n) to 
the contents of the index register; n is the value of the desired reduction 
(decrementation) . Since the index registers in the NCR Century 251 are 
24-bit registers and the command operand address is a 16-bit field, the 
value of bit 16 is added to bit positions 17 through 22 of the index regis- 
ter. No carry is propagated beyond the 22nd bit position during addition, 
and the contents of bit positions 19 through 24 of the index register remain 
unchanged. In the following illustration, the address in the index register 
is decremented by 10, by adding the partial address 65,526 (65,536 - 10). 





DECREMENTAL INDEXING 


Bit Position 


24 23 22 2120 19 18 17 16 15 14 13 12 119 8 7 6 5 4 3 2 1 


Partial Address 
65,526 (65,536-1 0) 
Contents of IR 
131,072 

Effective Address 
131,062 






©©©©©© 1 


1 


1 1 


1 1 


1 1 1 


1 


1 1 


1 











I o|o|o|o|o|oh |o|o|o|o|o|o|o|o|o|o|o|o|o|o| I 




* c c c c c 




0|0|0|0|0|0|0|1|1|1|1|1 |1 |1 1 I 1 M I 1 I 1| 0| 1 | 1 |0 









C = Carry, generated as a result of adding the partial address to the con- 
tents of the specified index register. 
* = No carry generated from the 22nd bit position. 

When indexing is performed, the partial address contained in the A2A1 or 
B2B1 portion of the command may be considered to be a "displacement" from 
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the base address contained in the index register. Since the value of the 
16th bit of the partial address is added to bits 17 and 18 of the index 
register during decremental indexing, only bits 1 through 15 are included 
in the displacement value configuration. As a result, the maximum displace- 
ment values are -32,768 (decremental) and +32,767 (incremental). As shown 
in the following illustration, a positive displacement value is equal to the 
partial address; a negative displacement value is subtracted from 65,536 to 
arrive at the partial address. If the maximum displacement values are ex- 
ceeded, the resulting effective address is not directly related to the sum 
of the partial address and the base address. 



EFFECTIVE ADDRESS 


CALCULATION BY DISPLACEMENT 


Displacement 


Partial 


IR 


Effective 


Value 


Address 


Contents 


Address 


30,000 


30,000 


30,000 


60,000 


-00,005 


65,531 


30,000 


29,995 


32,767 


32,767 


32,768 


65,535 


-1 6,384 


49,152 


32,768 


16,384 


* 65,500 


65,500 


30,000 


29,964 


** -65,500 


00,036 


70,000 


70,036 


* When the positive displacement limit is exceeded, the resulting effective 


address does not reflect the desired incrementation of 30,000 by 


65,500 (29,964 rather than 95,500). 


** When the negative displacement limit is exceeded, the resulting effective 


address does not reflect the desired decrementation of 70,000 by 


65,500 (70,036 rather than 4,500). 



A2A1 Characters 

This is a 2-character binary field representing the partial address of the A 
operand. If the RA character designates neither indexing nor indirect address- 
ing, the A2A1 characters form the effective address of the A operand. 

Length — T 

The binary value of the T portion of the command specifies the field length, in 
bytes, of the A and B operands. T is an eight bit character ranging in value 
from to 255 with usually considered equal to 256. The use of T and the 
length specified by T are discussed in detail for each command in the publica- 
tion "NCR Century 251/300 Hardware Commands," under this tab. 

Index Register — RB 

The RB character is identical to RA, except that it pertains to the B operand 
rather than the A operand. 
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B2B1 Characters 

The B2B1 characters are identical to A2A1, except that they pertain to the 
operand rather than the A operand. 

NOTE 



Any mode of addressing, with or without indexing, may be 
used to derive the effective A operand address and the 
effective B operand address, independently of each other. 



EXAMPLE : 



Q 


R A 


A 2 


Ai 


T 


R B 


B 2 


Bi 


64 


58 


02 


BC 


05 


70 


00 


65 




IR' 

Mo 


22 
de 


1 ■ 

Partial A 
Address = 00700 (Decimal) 




IR28 
Mode 


, ' 

Partial B 

Address = 00101 

(Decimal) 














Field Length = 5 Bytes 







Command Code for MOVE A RIGHT TO LEFT Command (2-Address) 



During a command setup, the I unit computes the effective addresses of the A 
and B operands. 

Assume that the two index registers contain the following information: 

(IR22) = 0AF0 (02800) 
(IR28) = 0898 (02200) 

0AF0 + 02BC = ODAC (03500) Effective A address 
0898 + 0065 = 08FD (02301) Effective B address 

Operand contents before command execution: 



A = 



B = 



03500 


03501 


03502 


03503 


03504 


001 10100 


00110001 


00110010 


00110110 


00111001 



02301 


02302 


02303 


02304 


02305 


00110001 


00110010 


00110110 


00111001 


00110000 



Following execution of the MOVE A RIGHT TO LEFT command, the initial contents 
of A have replaced the initial contents of B. The contents of A are unchanged 



03500 


03501 


03502 


03503 


03504 


00110100 


00110001 


00110010 


00110110 


00111001 



02301 


02302 


02303 


02304 


02305 


00110100 


00110001 


00110010 


00110110 


00111001 
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Since the command specifies no incremental indexing, the contents of IR22, and 
IR28 remain the same. (If the command had specified incremental indexing for 
both operands, then the contents of IR22 would be ODAC, and the contents of 
IR28 would be 08FD at the termination of the command.) 

Implied T and B Operation 

All commands that terminate in a normal manner leave predictable T and B values 
available for use by subsequent commands. Except for the RESTORE command, the 
T value available following command setup is not changed during command execu- 
tion. 

The B value depends upon the specific command executed; it too, however, is 
predictable according to the conventions described in the "NCR Century 
251/300 Hardware Commands," under this tab. Any command may be coded in a 
1-address format once a preceding 2-address command has established the B and 
T characters. The setup of the 1-address command does not disturb these 
values, and they are used as if they were part of the current command. This 
characteristic permits strings of 1-address commands to be "chained" to a 
2-address command as illustrated in the following example. 

EXAMPLE; 

Implied T and B Operation 

A MOVE, ADD, and COMPARE command are in consecutive memory locations. 



Q 


R A 


A 2 


Ai 


T 


R B 


B 2 


Bi 


64 


00 


03 


E8 


02 


00 


07 


DO 



MOVE A RIGHT TO LEFT — Each character in the field specified by the A 
address is moved into the field specified by a B address, one character at 
a time, starting with the rightmost character. 



Q 


R A 


A 2 


Ai 


CO 


00 


0B 


B8 



ADD SIGNED — The A field and the B field are added decimally; the result 
replaces the B field. (The B and T values have been established by the 
preceding MOVE command.) 



Q 


R A 


A 2 


Ai 


C5 


00 


OF 


A0 



COMPARE SIGNED — The A field is compared to the B field. (The B and T 
values have been established by the MOVE command.) 

PROCESSOR OPERATION 

Asynchronous Operation 

The processing units (I unit and E unit) perform their operations asynchron- 
ously; that is, the operations in each unit start as soon as the previous 
operation is completed, without waiting for a clocked synchronizing signal. 
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Because of this asynchronous operation, the processor can transfer information 
between its registers and test various flags and indicators without the delays 
encountered in a processor with a fixed clocking scheme. 

Additional internal speed is attained by word processing (32 bits) , rather than 
one- or two-byte processing as in the smaller NCR Century series processors. 



Live Registers 

Hardware live registers permit the processor to access their contents with zero 
time delay. The use of live registers to limit memory accesses only for data 
and program instructions facilitates the asynchronous operation of the NCR 
Century 251 processor. Live registers required for command execution, for 
example, are loaded by the I unit during the command setup phase and transferred 
to the E unit for use during the execution phase. The following table contains 
a list of live registers, their location, and their contents. 



PROCESSOR LIVE REGISTERS 


Term 


Name 


1 
Unit 


E 
Unit 


Contents 


CR 


Sequence 

Control 

Register 


X 


X 


Address of the Next Command to be 
Executed 


LA 


A Address 
Register 


X 


X 


Effective A Operand Address 


LB 


B Address 
Register 


X 


X 


Effective B Operand Address 


LB* 


Original 
B Address 




X 


Original Effective B Address 


T* 


Length 
Register 


X 




Original T of the Command 


T 


Tally 




X 


T Character Counted Up or Down 


TA 


Registers 






During Command Executions 


TS 










D 


Tally 

Modifier 

Register 




X 


Values Used to Modify the Tally 
Register 


LC 


Miscellaneous 
Register 




X 


Miscellaneous Register Used by 
the E Unit 


L 


Memory Address 
Register 


X 


X 


Memory Address to be Accessed 


A 


Address 
Modifier 
Register 




X 


Value Used to Modify the 
Memory Address Register 


Q 


Command Code 
Register 


X 


X 


Command Code Byte 



LB* Original value of B operand; used in 
T* Original value of T; used in command 



command chaining , 
chaining . 
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PROCESSOR LIVE REGISTERS (CONT'D.) 


Term 


Name 


1 
Unit 


E 
Unit 


Contents 


IRA 


Index Reg. 
Number 


X 




Index Register Number Specified 
By the RA Byte of the Command 


IRB 


Index Reg. 
Number 


X 




Index Register Number Specified 
By the RB Byte of the Command 


CRA 


Miscellaneous 

Control 

Register 


X 




Address Specified by the Sequence 
Control Register During the Setup 
of the A Portion of the Command 


CRB 


Miscellaneous 

Control 

Register 


X 




Same as CRA, for the B Portion 
of the Command 


BAR 


Base Address 
Register 


X 


X 


Beginning Address of a Program 
Segment in Memory (Used in 
Multiprogramming) 


LAR 


Limit Address 
Register 


X 


X 


Maximum Length of a Program 
Segment in Memory (Used in 
Multiprogramming) 


MN 


Monitor 
Register 


X 




Address of a Memory Location. 
A Trap Condition Occurs when this 
Location is Written Into 


F 


F Register 


X 


X 


An Input to the Adder 


GA 


GA Register 


X 


X 


An Input to the Adder 


GB 


GB Register 




X 


Data Register (Shift Logic) 


JA 


Data Register 


X 


X 


Memory Input/Output Register 


JB 


Data Register 




X 


Data Storage Register 


SH 


Shifter 


X 


X 


Shift Register for Data Manipulation 



Memory Registers 

Memory registers, in reserved areas of the internal memory, contain data such 
as program status words, the error status word, control words and commands. 
The 63 standard index register reside in this area. The processor requires a 
memory cycle to obtain one word of information from or transfer one word of 
information into these registers. The following illustration is a memory map 
of the reserved areas of memory and an explanation of their contents. 
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RESERVED MEMORY AREAS 




Contents 


Index 
Register 


Decimal 
Address 


Hex 
Address 


Contents 
Character 


Explanation 




IR#0 


00000 

To 

00003 


0000 

To 

0003 




Not Used 


Reserved 
Index 
Registers 


IR#1 

To 
IR#4 


00004 
To 
00019 


0004 
To 
0013 




Reserved Registers 
Used by Software 


Error 


IR#5 < 


00020 


0014 


Q 


Command Code 


00021 
00022 


0015 
0016 


A 


Effective A Address 


Status 
Word 


t 


00023 


0017 






IR#6 \ 


00024 


0018 


T 


Field Length 


00025 
00026 


0019 
001A 


B 


Effective B Address 


(ESW) 

Program 
status that 
is stored 
when PE or 
ICC 

trapping 
flow is 
entered 


\ 


00027 


001B 






IR#7 | 


00028 


001 C 


Flags 


b1 = "Less" Flag 
b2 = "Equal" Flag 
b3 = "Greater" Flag 
b4 = Trace Permit Flag 
b5 = Repeat Indicator 
b6 = Overflow Flag 
b7 = Not Used 
b8 = Supervisor Flag 


00029 
00030 
00031 


001D 
001 E 
001F 


CR 


Control Register 


Error 
Status 




00020 


0014 


Q 


Command Code 


00021 


0015 


Special 
Flags 


b8 = ME Occurred During 
E Unit Access 

b8 = 1 ME Occurred During 
I Unit Access 


Word 










b7 = Single ME During 
I Unit Access if 
b8 = 1 


(ESW) 










b7 = 1 Multiple ME during 
I unit 


Program 
status that 
is stored 
when ME 
trapping 
flow is 
entered 


IR#5 j 








access if b8 = 1 


00021 
(b1-b6) 
00022 
00023 


0015 

(b1-b6) 

0016 

0017 




Absolute Address Where 
ME was Detected 


j 


00024 
00025 


0018 
0019 




Contents of the Absolute 
Address Stored in IR#5 




IR#6 ] 


00026 
00027 


001A 
001 B 








00028 


001C 


Flags 


b1 = "Less" Flag 
b2 = "Equal" Flag 
b3 = "Greater" Flag 
b4 = Trace Permit Flag 












b5 = Repeat Indicator 
b6 = Overflow Flag 












b7 = Not Used 




IR#7 < 








b8 = Supervisor Flag 


00029 
00030 
00031 


001D 

. 001E 

001 F 


CR 


Control Register 
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RESERVED MEMORY AREAS (CONT'D.) 




Contents 


Index 
Register 


Decimal 
Address 


Hex 
Address 


Contents 
Character 


Explanation 




Link 
Register 


IR#8 < 


00032 


0020 


RC 


Repeat Counter 




00033 
00034 
00035 


0021 
0022 
0023 


L 


Return Link is Stored 
When Jump Command is 
Executed 




Next Address 

Index 

Register 


IR#9 I 


00036 


0024 


EC 


Error Code Storage 

b1 =PE 

b2 = Illegal Command 

Code (Illegal 

Command) 
b3 = Not Used 
b4 = Illegal Command 

Code (Privileged 

Command Violation) 
b5 = Not Used 
b6 = F. P. Attempt to 

Divide by Zero 
b7 = F. P. Characteristic 

Underflow 
b8 = F. P. Characteristic 

Overflow 




00037 
00038 
00039 


0025 
0026 
0027 


NAIR 


Next Address Stored by 
Decode and Scan 
Commands 




Program 
Status 
Word 
(PSW) 

Program 
Status 
Stored by 
Program 
Interrupt 


IR#10 I 


00040 


0028 


Q 


Command Code 




00041 
00042 
00043 


0029 
002A 
002B 


A 


Effective A Address 




IR#11 < 


00044 


002C 


T 


Field Length 




00045 
00046 
00047 


002D 
002E 
002F 


B 


Effective B Address 




IR#12 < 


00048 


0030 


Flags 


See Error Status Word 




00049 
00050 
00051 


0031 
0032 
0033 


CR 


Control Register 




Program 
Status 
Word 
(PSW) 

Program 
Status 
Stored by 
Trace 
Interrupt 


IR#13 < 


00052 


0034 


Q 


Command Code 




00053 
00054 
00055 


0035 
0036 
0037 


A 


Effective A Address 




IR#I4 1 


00056 


0038 


T 


Field Length 




00057 
00058 
00059 


0039 
003A 
003B 


B 


Effective B Address 




IR#15 < 


00060 


003C 


Flags 


See Error Status Word 




00061 
00062 
00063 


003D 
003 E 
003F 


CR 


Control Register 
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Contents 



Index 

Registers 

#16 

through 

#63 

Used as 

Nondedi- 

cated Word 

Registers 



ME 

Control 

Area 



PE 

Control 

Area 



Time of 
Day Clock 
Word 



Interrupt 

Coniroi 

Area 



Trace 

Control 

Area 



Table 
Address 



Memory 
Accumulator 



RESERVED MEMORY AREAS (CONT'D. 



Index 
Register 



Interval 

Timer 

CW 



IR#16 




IR#63 



Decimal 
Address 



00064 



00065 
00066 
00067, 



00252 
00253 
00254 
00255 



00256 
00257 
00258 
00259 
00260 
00261 
00262 
00263 



00264 
00265 
00266 
00267 



00268 

To 
00271 



00272 



00274 
00275 



00276 
00277 
00278 
00279 



00280 
00281 
00282 
00283 



00284 
To 



00319 



00320 

To 
00335 



00336 

To 
00343 



00344 

To 
00383 



Hex 
Address 



0040 



0041 
0042 
0043 



Contents 
Character 



00FC 
00FD 
O0FE 
00FF 



0100 
0101 
0102 
0103 



0104 
0105 
0106 
0107 



0108 
0109 
01 0A 
01 OB 



01 OC 

To 
01 OF 



0110 



0112 
0113 



0114 
0115 
0116 
0117 



0118 
0119 
01 1A 
011B 



011C 
To 



013F 



0140 

To 

01 4F 



0150 

To 

0157 



0158 

To 

017F 



CC 



Explanation 



Count Counter (Count 
Command) 



II & IP 



IC 



TC 



The Least Significant 22 
Bits Contain Address to 
Which Control is Trans- 
ferred When ME Occurs 



The Least Significant 22 
Bits Contain Address to 
Which Control is Trans- 
ferred When PE Occurs 



Special Time of Day 
Clock Word 



Not Used 



b8 = Pseudo II 
b1 = Pseudo IP 



The Least Significant 22 
Bits Contain Address to 
Which Control is Trans- 
ferred When a PI Occurs 



The Least Significant 22 
Bits Contain Address to 
Which Control is Trans- 
ferred When Tracing Trap 
Or Address Monitor Trap 
Occurs 



Table Address Used by 
Table Compare Command 



Not Used 



Memory Accumulator Used 
By Multiply, Divide, and 
F. P. Commands 



Special Control Word 
Used with the Interval 
Timer 



Not Used 
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RESERVED MEMORY AREAS (CONT'D.) 


Contents 


Index 
Register 


Decimal 
Address 


Hex 
Address 


Contents 
Character 


Explanation 


Termination 

Queue 

Pointer 




00384 

To 
00447 


0180 

To 

01 BF 




Termination Queue 
Pointer Words 






00448 

To 
01023 


01 CO 

To 
03FF 




Not Used 


Control 

Word 

Area 




01024 
To 
. _ 01031 


0400 
To 
0407 




Control Word 










L==^ ^^ 




03064 

To 
03071 


0BF8 

To 

OBFF 




Control Word 255 




03072 

To 
05119 


OCCO 

To 

13FF 




Optional for Additional 
256 Control Words 



Flags and Indicators 

Various flags are used throughout the NCR Century 251 to denote the results of 
setting up the operands of a command, indexing mode considerations, user/ 
supervisor state, the results of a compare command, and other conditions. In- 
dicators, which are similar to flags, denote repeat conditions, command code 
trap conditions, error conditions, etc. Some flags and indicators have console 
indicator lights which show the state of the flag and/or indicator. The fol- 
lowing table gives the name, type, and definition of the flags and indicators 
used in the NCR Century 251 processing system. 



PROCESSOR FLAGS AND INDICATORS 


Term 


Name 


Console 
Indicator 


Function 


Rl 
IP 

II 

TP 

ME 

PE 


Repeat 
Indicator 

Interrupt 
Permit 

Interrupt 
Indicator 

Trace 
Permit 

Memory 
Error 

Program 
Error 


Yes 
Yes 

Yes 

Yes 
Yes 

Yes 


Indicates a repeat of a command. 

Set on by the program to permit 
interrupt of the main program 
to handle peripheral termination. 

Indicates that a peripheral 
termination occurred. If IP 
was not set on previous to 
the termination, the inter- 
rupt is not serviced. 

Indicates that each command 
executed is being monitored. 

Indicates that an error was 
encountered while reading 
data from memory. 

Indicates a programmer error 
condition. 
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PROCESSOR FLAGS AND INDICATORS (CONT'D.) 



Term 



El 



ICC 



Name 



Error 
Indicator 



Illegal 


No 


Command Code 




Indicator 




Test IOC 


Yes 


Test ALP 


Yes 



Halt 



Wait 



Console 
Indicator 



Monitor 
Load Error 

CRT-Keyboard 

CRT-Input 

CRT-Local 



I/O Writer 
Keyboard 



I/O Writer 
Input 

I/O Writer 
Output 



Hex 



Alpha 



Less Than 



Equal To 



Greater Than 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Yes 



Function 



Indicates an unrecoverable 
error condition. If El and 
either ME or PE is on the 
processor halts. 

Indicates an unrecognized 
command code ; a trap 
routine is entered. 

Indicates that the OPERAT/MAINT. 
switch is in the MAINTENANCE 
position. 

Indicates that processor is in 
HALT state. 

Indicates that processor is 
executing the WAIT command. 

Indicates that MONITOR switch 
is on. 

Indicates that manual load termi- 
nated with an S3 status other 
than OPERATION COMPLETE. 

Indicates that the keyboard is 
logically connected to the CRT. 

Indicates selection of CRT 
for inDut. 

Indicates selection of CRT 
for local input by operator. 

Indicates that the keyboard is 
Logically connected to the 
I/O Writer. 

Indicates selection of the 

I/O Writer for input to memory. 

Indicates selection of the 
I/O Writer for output from 
memory. 

Indicates data interpretation 
as two hexadecimal characters 
per byte. 

Indicates data interpretation 
as one alphanumeric character 
per byte. 

Indicates a "less than" condi- 
tion during a compare or scan 
command. 

Indicates an "equal to" condi- 
tion during a compare, scan, or 
decode-to-delimiter command. 

Indicates a "greater than" condi- 
tion during a compare, or a 
decode-to-delimiter command. 
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PROCESSOR FLAGS AND INDICATORS (CONT'D.) 


Term 


Name 


Console 
Indicator 


Function 


OF 


Overflow 


Yes 


Indicates a condition where the 
adder function resulted in an 
output b it configuration greater 
than the output register (JA) of 
the adder. 


S 


Supervisor 


Yes 


Indicates the state of 
the processor. 


A 


Flag A 


No 


Used in conjunction with the S 
flag. If flag A is on it indi- 
cates BAR/LAR processing for the 
A value. 


B 


FlagB 


No 


Used in conjunction with the S 
flag. If flag B is on it indi- 
cates BAR/LAR processing for the 
B value. 




Console 


Yes 


Indicates a manual console 




Ready 




function. 


EH 


Hardware 


Yes 


Indicates detection of an error 




Error 




in the IOC or console. 




Load 


Yes 


Indicates a manual load in 
progress. 




Display 


Yes 


Indicates selection of the CRT or 
I/O Writer in the display mode. 




Enter 


Yes 


Indicates selection of the CRT or 
I/O Writer in the enter mode. 




Touchplate 


Yes 


Indicates selection of the 
touchplate switches by system 
software. 



I UNIT 

The I unit is an independent asynchronous unit which sets up a command for 
execution by the E unit. In addition to command setup, the I unit performs 
limited command execution (LOAD MONITOR REGISTER) . 

Command Setup 

During the setup phase, the I unit reads the first four bytes (1 word) of the 
command specified by the sequence control register and stores these in their 
respective registers. Depending on the logical decisions made according to 
the contents of the Q, RA, A2, and Al characters, the I unit performs modifi- 
cation and indexing of the A operand address, determines whether the command 
is in 1- or 2-address format, checks the validity of the A operand address, 
and performs other related setup functions. After setting up the first half 
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of the command (command code, A operand address), the I unit proceeds to set up 
the second half (operand length, B operand address), if required. If the T 
value and the B operand address are implied from a previous command, the setup 
phase for the T value and B operand address is omitted. 

Unit-to-Unit Transfer and Interpretation 

Upon completion of the command setup, the I unit and the E unit enter the 
transfer flow. In this flow, the information from the command stored in the 
live registers of the I unit is transferred to the live register of the E unit. 
The E unit interprets the Q portion of the command to determine which command 
execution flow to enter. 

E UNIT 

The E unit is an independent asynchronous unit which executes the command pre- 
viously set up by the I unit. 

Command Execution 

The exact functions of the E unit depend on the interpretation of the Q char- 
acter. The actual steps involved in executing a given command are too numerous 
and variable to explain in this publication; for a detailed description of each 
command and its execution, refer to "NCR Century 251/300 Hardware Commands," 
under this tab . 

At the conclusion of command execution by the E unit, the ALP performs a series 
of tests for error and certain transf er-of-control conditions, which are ex- 
plained next, under "Between- Commands Testing." 

BETWEEN- COMMANDS TESTING (BCT) 

Introduction 

Depending on the results of the tests performed in between- commands testing, 
the processor either alters its program flow, halts, or continues the program 
flow. 

The ALP tests certain error conditions, transf er-of-control indicators, and 
the halt indicators, in the following sequence, according to their priority: 

1. Error Indicator (EI) and one of the following: 

• Memory Error (ME) 

• Programming Error (PE) 

• Illegal Command Code (ICC) 

2. Memory Error (ME) 

3. Programming Error (PE) 

4. Illegal Command Code (ICC) 

5. Repeat Indicator (RI) 

6. Trace Permit (TP) 

7. Interrupt Indicator (II) and Interrupt Permit (IP) 

8. Halt 
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The Error Indicator (EI) , Memory Error (ME) , Programming Error (PE) , or Illegal 
Command Code (ICC) are set as a result of a command malfunction. Command mal- 
functions are those detected during command setup, execution, or between- 
commands testing, rather than those detected during the I/O flow. The Repeat 
Indicator (RI), Trace Permit (TP) , and Interrupt Permit (IP) are set under pro- 
gram control as a result of executing the corresponding command. The Inter- 
rupt Indicator (II) is set by the IOC as a result of a peripheral terminating 
an I/O operation. The Halt indicator is set when the processor enters the Halt 
state or when the operator sets the HALT switch on the console. 

Functional Operation 

If, during be twee- commands testing, any of the conditions tested are met (one 
or more indicators are turned ON) , the processor either halts or enters a trap- 
ping flow to alter its normal program flow. If none of the conditions are met 
(the indicators are OFF), the processor continues its normal program flow. 

A trap is an automatic transfer of control to a specified memory location as a 
result of specific conditions detected by hardware. The memory location to 
which control transfers is the starting address of a software routine designed 
to handle the condition that caused the trap. 

The current status of the program at the time of trapping is stored in reserved 
index registers as the status word. The status word enables the processor to 
reenter the program flow later at the point where the trap condition occurred. 
There are two types of status words: 

• Program Status Word (PSW) — The current status of the program is stored 
in locations 040-051, if a Program Interrupt is initiated, or in loca- 
tions 052-063, if a Trace Trap is taken. 

• Error Status Word (ESW) — The current status of the program is stored 
in locations 020-031, if a command malfunction occurs (ME, PE, or ICC 
Trap). The ESW is stored in two formats, one for an ME and the other for 
a PE and ICC Trap, as shown in the RESERVED MEMORY AREAS table, under the 
heading "Memory Registers," in this chapter. 

NOTE 

The Repeat condition, explained in detail later in this 
chapter, is the only exception to the functional operation 
just described. 

Error Indicator (EI) 

The error indicator (EI) is turned ON, under certain conditions, by a command 
malfunction. If another command malfunction occurs while the EI is ON, the 
malfunction cannot be processed (recovered from) and the processor enters an 
error halt state. 

As the trapping flow is entered, the indicator that caused the entry is turned 
OFF. An ME or a PE trapping flow turns ON the error indicator (EI). An 
Illegal Command Code (ICC) does not turn ON the EI unless a PE is detected while 
in the trapping flow. 
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If a command malfunction occurs while in the trapping flow, the appropriate in- 
dicator is turned ON again. During between- commands testing in the transfer 
flow all indicators are tested. The EI being set indicates that the processor 
is in an error recovery routine. An ME, PE, or ICC being set indicates a com- 
mand malfunction during the recovery routine. This constitutes a double error 
condition which causes the processor to enter a halt state. 

In the halt state the I/O control becomes inactive. Peripherals terminate 
their activity in the same manner as they do when their request for service is 
not answered. 

The EI is turned OFF by a JUMP command or by the System Reset Switch on the 
operator's console. 

Memory Error (ME) 

The detection of a memory error causes the ME Indicator to be set ON. Normally 
the erroneous character remains undisturbed; that is, it still has incorrect 
parity. However, the erroneous character is altered in the two instances 
listed below: 

• The character containing the ME is one of the index register characters 
used when incremental indexing mode (mode 3) has been specified. 

• The character containing the ME is one of those characters in the error 
status word. 

In both instances, the character containing the ME will be replaced by a dif- 
ferent character with correct parity before the next command is accessed. 



If during between- commands testing the error 
indicator (EI) is OFF, and the memory error 
indicator (ME) is ON, the processor enters 
the ME trapping flow. Upon entering this 
trapping flow, the EI is set ON, the ME is 
set OFF, and the IP is set OFF. 

The significant state of the processor, the 
error status word (ESW) , is stored in memory 
locations 020-031; IR 5, 6, and 7. 

The repeat indicator (RI) , the overflow flag 
(OF) and the trace permit (TP) are set OFF. 
The Supervisor (S) flat is set ON. 

The control register (CR) is loaded with the 
contents of memory locations 257-259. These 
locations contain the address of the first 
command of the ME trap routine. Command set- 
up is then entered for this command. 



2 



ME ON 



El Set On 
ME Set Off 
IP Set OFF 



ESWHHR5, 6, &7 



RI&OFSetOff 
TP Set Off 
S Flag Set On 



(257-259)->CR 
ME Trap Address 



GOTO 
O COMMAND 
SETUP 
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Program Error (PE) and/or Illegal Command Code (ICC) 

The detection of a programming error during command setup and execution causes 
the PE indicator to be set ON. The current operation is terminated and between- 
commands testing is begun. 

An illegal command code, detected by the ALP, is a command code which is not 
included in the set of hardware commands, or which belong to a privileged com- 
mand (refer to "Privileged Commands," under MULTIPROGRAMMING FEATURE in this 
chapter. The detection of an illegal command code causes the illegal command 
code indicator (ICC) to be set ON, the current operation to be terminated, and 
between- commands testing to be started. 

If the program error (PE) and/or the illegal command code (ICC) is ON during 
between- commands testing, the PE and the ICC trapping flow is entered. Depend- 
ing upon the cause of the trap, one of the following error codes will be stored 
in memory location 036: 



TRAPPING ERROR CODES 



Cause of Trapping 



PE 

ICC 
(not previleged) 

PE and ICC 
(not privileged) 

ICC 
(privileged) 

PE and ICC 
(privileged) 

Floating Point Attempt 
to Divide by Zero 

Floating Point Charac- 
teristic Underflow 

Floating Point Charac- 
teristic Overflow 



b 8 



Memory Location 036 
b 6 b s b 4 b 3 b 2 



Bits 3 and 5 are not used and are set to zero. 



If the trap was caused by a PE, the PE indicator is set OFF, the error indica- 
tor (EI) is set ON, and the error code is stored in memory location 036. 

If the trap was caused by an illegal command code, ICC is set OFF, EI is left 
undisturbed, and the error code is stored in memory location 036. 

If the trap was caused by both an illegal command code and a PE, the ICC and 
PE are set OFF, EI is set ON, and the error code is stored in memory location 
036. 
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Q PE AND/OR ICC 



The significant state of the processor, the 
error status word (ESW) , is stored in memory 
locations 020-031; IR 5, 6, and 7. The 
repeat indicator (RI) , overflow flag (OF) , 
the trace permit (TP) indicator, and the 
interrupt permit (IP) are set OFF. The 
Supervisor (S) flag is set ON. 

The control register (CR) is loaded from 
memory locations 261-263. These locations 
contain the PE and ICC trap address, which 
is the address of the first command of the 
PE and ICC trap routine. Command setup is 
then entered for this command. 



PE And ICC Set Off 
El Set On (With PE 
Only) Error Code 036 



ESW-*IR5,6, &7 



RI & OF Set Off 
TP Set Off 
S Flag Set On 
IP Set Off 



(261-263)^CR 

PE & Command Code 

Trap Address 



GOTO 
O COMMAND 
SETUP 



Repeat Indicator (RI) 

To repeat indicator (RI) is set ON during the REPEAT command if the number of 
times specified for execution of the next command in sequence (command to be 
repeated) is other than 0. 

A repeat counter (RC) , memory location 032, stores the number of times a com- 
mand is to be repeated. This counter is decremented by 1 each time the re- 
peated command is executed. When the repeat counter equals 0, repeating 
terminates . 

A secondary repeat indicator (RII) is also set ON during the REPEAT command. 
It is used when one of the following commands is to be repeated: 

BINARY COMPARE 

COMPARE SIGNED 

TEST BIT 

TEST CHARACTER EQUAL 

TEST CHARACTER UNEQUAL 

SCAN 

TABLE COMPARE 

If the conditions as stated in one of these commands are satisfied before the 
repeat counter becomes equal to 0, the secondary repeat indicator is turned 
OFF, allowing the repeating to terminate. 
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lu t ^?S eat J indiCat ° r ±S ° N followin g the execution of any command except 
the REPEAT and RESTORE commands, the between- commands repeat flow is entered 

The repeat counter memory location, 032, is 
read out and tested for 0. If it is 0,'a PE 
results; however, the repeat number in the 
RC is decremented by 1 and restored as FF 
(hex) in the RC before the processor enters 
the PE trapping flow. 



If the repeat counter is other than 0, it is 
decremented by 1 and restored in memory. 

The repeat counter is tested again for and 
the secondary repeat indicator is tested. 

If the test indicates that the repeat counter 
is or that the secondary repeat indicator 
is OFF, the repeat indicator is set OFF and 
the operation terminates (the control register 
has been updated to address the next command). 
Command setup is then entered for this next 
command . 

If the test indicates that the repeat counter 
is not and the secondary repeat indicator is 
ON, the control register is decremented by the 
size of the command just executed, thereby 
causing the same command to be re-executed. 



Trace Permit (TP) 




is rc = 0? 

Decrement RC By 1 
Restore FF In RC 

PE Trapping Flow 
Decrement RC By 1 

lsRC = 0OrRII Off? 



Rl Set Off 



CR Decremented By The 
Size Of Command Just 
Executed 



J GOTO 
COMMAND 
SETUP 



The trace permit flag is tested by the processor during between- commands test- 
ing, and, if it is ON, the trace interrupt flow is entered. 

The trace feature provides the ability to monitor each command execution when 
the trace permit (TP) flag is ON. The feature includes three additional machine 
commands two of which can be used for setting or resetting of the trace permit 
flag The third command gives the trace feature the ability to specify a mem- 
ory location that is monitored when the MONITOR switch is ON. Writing into this 
memory location causes trapping to occur by setting the trace permit flag ON 
This memory location may also be specified from the console. 
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Upon entering the trace interrupt flow, the 
significant state of the processor, the pro- 
gram status word (PSW) , is stored in memory- 
locations 052-063; IR13, 14, and 15. 

The overflow flag (OF) , repeat indicator (RI) 
and trace permit (TP) are set OFF. The 
Supervisor (S) is set ON. 

The control register (CR) is loaded with the 
contents of memory locations 277-279, the 
address of the first command of the trace trap 
routine. 



i 



TP ON 



PSW-HR13, 14& 15 



OF,RI STPSetOff 
S Flag Set On 



(277-279)->CR 
Trace Trap Address 



f GOTO 
(J COMMAND 
SETUP 



Command setup is then entered for this command. 

» 
Pressing the LOAD switch on the console causes the trace permit (TP) to be 
turned OFF. 

Interrupt Permit (IP) and Interrupt Indicator (II) 

Between- commands testing can interrupt the normal flow of a program to enable 
the interrupt routine to process the termination of I/O operations. 

Interrupt permit (IP) may be set ON or OFF by program control to indicate the 
state of the program's readiness to accept an interrupt. IP is also set OFF by 
the interrupt trapping flow (to prevent the interrupt flow from being inter- 
rupted by another termination) and by the console LOAD switch. 

The interrupt indicator (II) is set ON to designate that the I/O control has 
detected a terminating status signal or a latent error condition. (For a 
detailed description of the latent error condition, see "S4 Status Character" 
in the I/O Control chapter of this publication.) The II remains ON until the 
processor enters the interrupt routine. 

If, during between- commands testing, the interrupt permit and interrupt indi- 
cator are both ON, the processor enters the interrupt trapping flow. 



PRODUCT INFORMATION — NCR CENTURY SERIES 
PROCESSORS -- PUB. NO. 10 



Aug. 73 
Page 53 



Upon entering the trapping flow, IP and II 
are both set OFF. 

The significant state of the processor, the 
program status word (PSW) , is stored in 
memory location 040-051; IR10, 11, and 12. 

The overflow flag, repeat indicator, and 
trace permit are set OFF. The Supervisor 
(S) flag is set ON. 

The control register is loaded with contents 
of memory locations 273-275, the address of 
the first command of the interrupt trap 
routine. Command setup is then entered for 
this command. 



Pseudo II and IP 



r 



IP AND II ON 



I 



IP&II SetOff 



PSW-MR10, 11.&12 



OF &RISetOff 
TP Set Off 
S Flag Set On 



(273-275)->CR 
Interrupt Trap Address 

GOTO 

COMMAND 

SETUP 



Software, in conjunction with the IP ON and the IP OFF commands, uses pseudo 
II' s and pseudo IP's to service I/O terminations. The pseudo II and the 
pseudo IP are stored in bits 8 and 1, respectively, of relative memory loca- 
tion 272. Each user's partition in memory contains these pseudo indicators. 
The use of pseudo II and pseudo IP allows the user to determine whether or 
not he wants to interrupt his program to service an I/O termination. 

Halt 

If the HALT switch is ON and none of the aforementioned conditions (EI, ME, PE, 
etc.) exist, the processor enters the halt state at the completion of between- 
commands testing. (Upon exit from the halt state, the processor enters between- 
commands testing again.) 

TRACE FEATURE 

Tracing is a diagnostic aid that helps to analyze the execution of a program. 
The trace feature in the NCR Century 251 provides a means to monitor each com- 
mand execution. Each step of a program may be monitored and interpreted by 
the trace trap routine, and information printed out about it. 

When used with the monitor switch on the console, selective trace is available, 
where the contents of a specified memory location is monitored. If that loca- 
tion is written into, the processor enters the trace trapping routine to inter- 
pret and print out about the information in the specified memory location. 

The trace feature includes the trace permit (TP) indicator and three hardware 
commands: STORE TRACE, LOAD TRACE, and LOAD MONITOR REGISTER. 
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Trace Execution 



II 



When the trace permit (TP) indicator is ON, the processor hardware performs 
the following functions during each BCT (Between- Commands Testing) : 

• The state of the processor is stored in the program status word 
(location 0052-0063). 

• The overflow flag (OF) , the repeat indicator (RI) , and the trace permit 
(TP) indicator are turned OFF. 

• The S-flag is turned ON. 

• The control register (CR) is loaded with the starting address of the 
trace trap routine (0277-0279). 

The hardware functions of BCT for trace are then complete and the processor 
enters the trace trap routine. 

If a memory error (ME) occurs during the readout of memory locations 0277-0279, 
the ME indicator is turned ON, the control register remains undisturbed, and 
the ME trap routine is entered. 

If locations 0277-0279 contain an illegal address (greater than memory size or 
not zero modulo four), the CR is loaded with the illegal address. The subse- 
quent program error trap stores this illegal address in the Program Status Word 
(PSW) as the contents of the control register. 

Initiating Trace 

mi_ _ s jt _ _ j _■ _ J _,. „„„, ^^^+--^.^1 Tt^T ,,^.-!«^r *-Un THAn TPAf 1 !? r>r->A CTHPT7 

X11C LJ.CH-C ICaLULC -LO U.L1UCL pLUgLCUU \~\J ll «- J. \s J. • JJJ "^^"5 "•<- "«"" J-im«iJ u.1.*.** l^ j- VJ -v.i_. 

TRACE commands, the program can turn the TP indicator ON or OFF. With the TP 
indicator ON, the trace trap rout ine is entered from BCT. With the TP indica- 
tor OFF, tracing is not initiated. 

Initiating Selective Trace 

When the trace feature is used with the Monitor Switch on the operator's con- 
sole, the processor enters the trace trap routine only when a specified memory 
location is written into. The memory location address that is so monitored is 
stored in the Monitor Register, which may be loaded by program instruction 
(LOAD MONITOR REGISTER), or manually from the operator's console. 

With the Monitor switch set ON, the TP indicator is turned ON when the memory 
location specified by the contents of the Monitor Register is written into. 
With the TP indicator ON, the processor enters the trace trap routine, as ex- 
plained previously under "Trace Execution" 

The two exceptions, when the TP indicator is not turned ON, are: 

• The processor is in a hardware trapping flow. 

• The monitored memory location is written into by the IOC during an I/O 
operation. 

When the Monitor switch is OFF, the Monitor Register has no effect and tracing 
is not initiated. 
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FLOATING POINT FEATURE 

General 

The floating point hardware feature for the NCR Century 251 System automatically 
scales the numbers involved in a computation and maintains the precision of the 
result of the computation. The feature comprises 12 commands that provide for 
addition, subtraction, comparison, multiplication, multiplication-addition, and 
division. 

A floating point number is expressed as a signed hexadecimal fraction multiplied 
by a power of 16: 

± .F x 16 n 

where "± ,F" represents the signed fraction and "n" represents the exponent 
(power) to which the base, 16, is raised. 

Floating Point Format 

Floating point numbers occupy fixed-length formats as either 4- or 8-byte 
fields: 

Single Precision 



Characteristic 
Sign of the Fraction 











4 Bytes 

— *- 




b 8 


b 7 -bi 


1 


1 


1 


' 1 


* ■ 


y y * 






y ' 



Fraction (6 Hexadecimal Digits) 



Double Precision 









8 Bytes 

*■ 




b 8 


b 7 -b! 


I 


, I 


1 


* v • 


1 » ' 


■ 


— v ' 



Characteristic 
Sign of the Fraction 



Fraction (14 Hexadecimal Digits) 



Sign of the Fraction 

If b8 = 0, the sign is positive. 
If b8 = 1, the sign is negative. 
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Characteristic 

The characteristic is a 7-bit binary number that specifies the power by which 
the base, 16, is exponentiated. The exponent is expressed in "excess 64" nota- 
tion. That is, a characteristic of 64 represents the zero power, 65 represents 
a power of one, and so on. Since the characteristic ranges from zero through 
127, the exponent thus represented ranges from -64 through +63. 

The amount by which the characteristic exceeds (or falls short of) binary 64 
determines the number of positions the radix point is scaled to the right (left) 
of the leftmost hexadecimal digit of the fraction and, as a result, the number 
of positions the decimal point is moved to the right (left) of the leftmost 
digit when the number is converted to external format. 



Internal Format 
(Floating Point) 



1 

69 


1 


2 


3 


i 

4 

i 


5 


i 
, 6 


t ' 1 


i 













Sign 



Radix Point 



1 


I 
62 


1 


2 

i 


3 


4 

i 


5 


i 

6 

i 


* 


j 


i 













Hexadecimal 
Representation 

+.1 23456 x16 5 =+12345.6 



-.123456 x 16^ = -.00123456 



Sign 



Radix Point 



Fraction 



External Format 
(Decimal) 

+74565.375 



.00247504 



The fraction consists of either six (single precision) or 14 (double precision) 

i i • -i t • . j m mi ].*,, „^-j »,+- -i ,-, r*r\r*-i +--{ nnod K o -t-T.Tci £ii-i t- V> o r>T-i arapfori g!"T r* 

iiexauecj-iiicii u±gits. -lug j-auj-n. ^<->j.i.a«_ j-^ ^y^^^.^.^.^^^.^. ^w*.., w^^ _^~ „ 

and the leftmost digit of the fraction, and is scaled to the left or right by 
the value of the characteristic. The number is generally "normalized"; i.e., 
adjusted so that no leading zeros exist between the most significant digit and 
the radix point. 

The decimal number 9135.5 is expressed in hexadecimal notation as 23AF.8. It 
is shown in both normalized and non- normalized floating point format below. 



Non-Normalized 



Normalized 



1 
69 





2 


3 


I 
A 

i 


F 


8 


t' \ 


i 













Sign Radix Point 



68 
Sign Radix Point 



A F 
I 



8 



= +.023AF8x 16 3 



= +.23AF8x16 



The maximum and minimum limits of the characteristic, together with the maximum 
and minimum limits of a single precision hexadecimal function, result in an 
absolute range of magnitude for floating point numbers, which is 00 100000 
(normalized) through 127 FFFFFF. In double precision, the limits are 
00 10000000000000 through 127 FFFFFFFFFFFFFF. Thus a floating point number is 
capable of expressing any decimal number within the range of (approximately) 



±5.4 



10 



-79 



through ±7.2 x 10 
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Floating Point Fractional Number Representation 

Fractional floating point numbers are hexadecimal expressions which, when 
removed from internal floating point format (radix point scaled to left or 
right according to the value of the characteristic) , have one or more non-zero 
digits remaining to the right of the radix point. 

Two types of fractional numbers may be represented in floating point notation ■ 
mixed numbers and pure fractions. 

• Mixed Numbers 

Mixed number representations result in hexadecimal expressions that, when 
removed from floating point format, have one or more digits on both sides 
of the radix point. This type of hexadecimal expression represents a deci- 
mal number that consists of a whole number and a decimal fraction, as in 
the following single precision floating point representation. 

Floating point format 

Which represents the hexadecimal expression 

Which, when removed from floating point format, equals 

Which is equal to the decimal value 

NOTE 

The actual method of conversion from hexadecimal to a 
decimal value is explained on the following pages. 

• Pure Fraction Numbers 

Pure fraction representations result in hexadecimal expressions that, when 
removed from floating point format, have one or more digits to the right 
(only) of the radix point. This type of hexadecimal expression represents 
a decimal fraction, as shown in the following single precision floating 
point representation. 



1 
68 


I 
1 A 


2 F 


l 
4 

i 



+.1A2F40x16 

+1A2F.40 

+6703.25 



Floating point format 

Which represents the hexadecimal expression 

Which, when removed from floating point format, equals 
Which is equal to the decimal value 






I 

64 

i 


2 


1 

A 
i 


3 


1 









+.2A3100x16° 

+2A3100 

+0.1700439 
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Flo ating Point Number Conversion 

A floating point representation of a decimal number is converted to its decimal 
equivalent by the following method: First, the characteristic is examined; 
each unit of difference between the characteristic and binary 64 indicates one 
hexadecimal digit between the decimal point and the established position of the 
radix point (preceding the leftmost digit of the floating point fraction). For 
example, the floating point number that appears in memory as: 



+ 


68 


4 


A 


D 


3 


A 


F 


1 



1000100 


0100 


1010 


1101 


0011 
i 


1010 


1111 

I ... . 



indicates, by its characteristic of 68, that the decimal point is to be posi- 
tioned four hexadecimal digits to the right of the radix point, resulting in 
the hexadecimal number shown below. 



0100 



1010 



Radix Point 



1101 



0011 



1010 



1111 



- Implied Decimal Point 



(A characteristic less than 64 indicates that the decimal point is located an 
appropriate number of digits to the left of the radix point. Since no digits 
exist to the left of the radix point's established position, these nonexistent 
digits are presumed to have a value of zero.) 

Next, each bit of the resulting hexadecimal number is given a value that is 
equal to a power of two, corresponding to the bit's position in relation to the 
-, -!-•__ /j___-_„n\ ~~--„+- vmr ovamnio th& hit" i mmp.fh" atelv Dreceding the 
decimal point is valued at 2 °, the next bit to the left is given a value of 2 , 
and so on to the most significant bit. To the right of the decimal point, the 
first bit is valued at 2 _1 , the next at 2 2 , and so on to the least significant 
bit of the fraction, 
number shown above. 



The following is an illustration of the bit values for the 



0Ot(N(O00*N<O00*M(O0O*N 

tOOOGiOi^fCMT-WCNCOCi 

I^C0*-OOOL0CM 

CM CO 00 *■ CM 

CO *■ 



in 
ID CM 

W CM i- 

in cm co co 
in n <-_ q o 
d d c> d d 



in cn cp 

CM t- o 

CO 00 O) 

in r» co 

*- o o 

o o o 
odd 



0100 1010 



1101 0011 
I 



1010 1111 

I 



Each bit is examined and, if it is "true," its value is added to an accumulating 
total. This total is the decimal equivalent of the floating point representa- 
tion.' This step in the conversion process of the above number is illustrated 
below. 
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16384. 

2048. 

512. 

128. 

64. 

16. 

2. 

1. 



"True" bit values to left of decimal point 



5 

125 

03125 

,015625 

,0078125 

,00390625 



"True" bit values to right of decimal point 



19155.68359375 Sum of all "true" bit values = decimal equivalent 

Finally, the algebraic sign expressed by the first bit of the floating point 
number is applied to its decimal equivalent. Thus, the floating point number 






1 
68 


4 


I 
A 

i 


D 


3 


A 


F 




J 


{ 













is the equivalent of the decimal number +19155.68359375. 
Conventions 

All floating point commands (except FLOATING POINT COMPARE SINGLE and FLOATING 
POINT COMPARE DOUBLE) produce normalized results . Any floating point number 
may therefore be normalized by adding it to floating point zero. 

Since only hexadecimal digits can be normalized, the three leftmost bits of a 
normalized fraction may be zero. 

Although single precision floating point words have a 6-digit fraction, inter- 
mediate results in addition, subtraction, and division may be expressed with 
7-digit fractions. The seventh (rightmost) digit is a guard digit that in- 
creases the precision of the final result. This guard digit is not stored 
after termination of the operation; a guard digit is not used in double preci- 
sion operations. 

The results of add and subtract commands replace the contents of the original 
B operand. No other floating point commands disturb either the A or B operand, 
nor, except for those commands that store into a memory accumulator, is any 
memory character other than the referenced floating point words ever affected. 

A positive number with a zero characteristic and a zero fraction is a true 
zero. A true zero may result because of the particular magnitude of the 
operands. A result is forced to be true zero when an exponent underflow occurs 
or when a result fraction is zero. 

If a result has a zero fraction, overflow of the characteristic will not cause 
the PE trap that would otherwise occur. 

If a divisor has a zero fraction, division is inhibited and a PE trap occurs. 
Otherwise, zero fractions and zero characteristics are treated as normal num- 
bers in all arithmetic operations. 
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A zero fraction will not result from any operation except as part of a true 
zero; if a number having a zero fraction and a non-zero characteristic is 
introduced, an incorrect operation may result. 

MULTIPROGRAMMING FEATURE 

Multiprogramming is a technique of programming where two or more programs share 
the time and resources of a computer. 

Generally, programs have to wait for the completion of an I/O operation, since 
the external devices are much slower than the central processor. Because pro- 
grams are generally I/O bound, it is advantageous to have more than one program 
resident in memory in such a way that while some programs wait for the comple- 
tion of their I/O requests, another may use the resources of the central pro- 
cessor. Hence, the technique of multiprogramming — sharing the time and 
resources of a computer by two or more programs resident in memory. 

Multiprogramming is a standard hardware feature of the NCR Century 251. By 
reducing the ALP idle time, multiprogramming significantly increases the pro- 
ductivity of the system. Because the ALP resources are not devoted to a single 
program, the NCR Century 251 system can provide economical realtime online 
services to many users. 

To switch efficiently from one program to another, to allocate memory space, 
and to protect the memory area allocated to one program from interference by 
other programs, the NCR Century 251 uses a combination hardware-software multi- 
programming method. The discussion of multiprogramming which follows deals 
ri rimaril'" with hardware features* software is mentioned onl^ 7 where required 
for clarity and understanding. 

Program Switching 

When a processor switches from one program to another, it must save the status 
of the interrupted program, including the index registers and private data. 
Switching programs in this manner causes a large software overhead. 

The NCR Century 251 accomplishes program switching by use of both software and 
multiple BAR/LAP hardware registers. A BAR (Base Address Register) contains 
the beginning (lowest) address of a program segment in memory, and a LAR (Limit- 
ing Address Register) contains the length of this segment, thereby establishing 
the upper limit of the segment. When giving control to a new program, rather 
than save and restore the current program's index registers and private data, 
the Executive program changes the contents of the BAR/LAR registers to refer 
to the memory area where the new program is located. This results in large 
savings in software overhead when switching programs. 

Memory Allocation 

The multiprogramming operating software determines memory space requirements, 
peripheral requirements, and other pertinent requirements of the program, ac- 
cording to the parameters entered during system initialization. Software then 
allocates the memory and the peripherals as efficiently as possible. During 
the process of loading the various programs into memory, the operating soft- 
ware logs their beginning and ending addresses in a BAR/LAR reference table. 
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When switching to a particular program, the system software accesses the BAR/ 
LAR reference table and loads the values associated with that program into the 
BAR/LAR registers. 

Since memory space is allocated dynamically and the addresses in a compiled 
program are relative to the contents of the BAR/LAR, the programmer may write 
his programs with the starting address relative to zero. 

Memory Protection 

Each program is protected against accidental or intentional interference by 
other programs. Protection is provided by the BAR/LAR registers and by the 
use of two flags: the Write Prohibit Flag and the Segment Unavailable Flag. 
Each program is assigned a BAR/LAR value for its lower and upper limit boundary, 
respectively. Only the system Executive can change the contents of the BAR/ 
LARs, which ensures that each program's memory area is not violated. 

Each BAR/LAR contains a Write Prohibit Flag and a Segment Unavailable Flag. 
The Write Prohibit Flag prohibits writing into that memory segment. The Seg- 
ment Unavailable Flag has a dual function: 

• It serves as a read and write prohibit flag to prevent any segment in 
memory from being accessed by an unauthorized program. 

• It is used to mark the BAR/LARs that are not used by a program. 

Su pervisor/User State 

For increased efficiency in executing multiple programs, the NCR Century 251 
utilizes two modes of operation — user and supervisor. 

The processor is always in either the user or the supervisor state. The state 
of the supervisor flag (S-flag) determines in which state the processor is. 
If the S-flag is ON, the processor is in the supervisor state. If the S-flag 
is OFF, the processor is in the user state. In the user state, the processor 
executes the customer programs normally. In the supervisor state, the pro- 
cessor handles special conditions that cannot be completed in the user state. 
Whenever the processor encounters conditions that require special handling, it 
turns ON the S-flag and enters the supervisor state. The following flows cause 
the S-flag to be turned ON: 

• Program Interrupt 

• ME Trapping 

• PE Trapping 

• Trace Trapping 

• ICC Trapping 

• Console Loading 

When the processor resumes normal processing, the S-flag is turned OFF by a 
RESTORE command, and the processor enters the user state. 
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Privileged Commands 

Certain commands, called Privileged Commands, may be executed only in the 
supervisor state, because they require special handling under software control, 
An attempt to execute a privileged command in the user state causes the pro- 
cessor to take the ICC Trap. The following ate privileged commands: 

• INOUT (Initiate I/O) 

• INOUT (Load Priority Register) 

• WAIT 

• SWITCHES INPUT 

• LOAD BAR 

• LOAD MONITOR REGISTER 

Status Word 

All trapping flows store the state of the S-flag in bit 8 of the ninth char- 
acter of the Status Word. The S-flag is stored in the state it was in prior 
to entering the flow, ignoring any change that may occur in the flow. The 
contents of the ninth character of the status word are: 

b8 S-flag 

b7 Always OFF 

b6 Overflow Flag 

b5 Repeat Indicator 

b4 Trace Flag 

b3 Greater Flag 

\>/. Equax F_i_ag 

bl Less Flag 

The remaining characters of the status word are explained earlier in this 
chapter and are shown on the memory map. 



Memory Segmentation 

The NCR Century 251 contains five BAR and five LAR registers, designated as 
BAR/LAR X, 0, 1, 2, and 3. Each BAR is a 14-bit register. LAR X is a 4-bit 
register, while the remaining LAR registers contain 11 bits. The BAR/LAR 
registers contain addresses in increments of 256, as if they had 8 zero bits 
appended to the right. Although it is possible to partition memory into five 
segments by use of the BAR/LAR registers, their implementation is software- 
dependent. 

The following illustration shows the possible minimum and maximum memory seg- 
ment sizes obtainable through the use of BAR/LAR registers. 



MEMORY SEGMENTATION BY BAR/LAR 


Segment 
Number 


Minimum Size 


Maximum Size 


X 

1 
2 
3 


256 bytes 
256 bytes 
256 bytes 
256 bytes 
256 bytes 


3,584 bytes 
520,704 bytes 
524,288 bytes 
524,288 bytes 
524,288 bytes 
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NOTE 

The size of BAR/LAR registers facilitates up-grading to 
an NCR Century 300. With a maximum memory size of 256K, 
the NCR Century 251 does not utilize the maximum capaci- 
ties of the BAR/LAR registers. If an attempt is made to 
access a memory address larger than physical memory size, 
a PE results. 

BAR/LAR X is dedicated to the index register segment of individual programs. 
Since the index registers and private data are located within the virtual 
addresses of 000000 - 003583 of all NCR Century programs, this BAR/LAR is 
selected for addressing whenever the virtual effective address falls in this 
range. The virtual effective address is the operand address after indexing 
but before BAR addition. 

BAR/LAR is used for addressing user code. For compatibility purposes it 

is selected for addressing whenever the virtual effective address falls in the 

range of 003584 - 524,287. 

The remaining BAR/LAR registers are assigned by software as required. 

BAR/LAR Usage 

• Relative Addressing 

Each program contains the A and B addresses and the addresses of the control 
registers used by the program in "relative" form, rather than in absolute 
form. If required, addition of the BAR register contents to these addresses 
occurs prior to a memory access . The A, B , or CR values stored in the 
Program and the Error Status Words are unaffected by the BAR register con- 
tents. (The Error Status Words, Program Status Words, and Error Code Char- 
acters are stored in a system software area; their addresses are not sub- 
ject to BAR/LAR manipulation.) 

• BAR Selection 

In the user state (S-flag OFF) all memory accesses from the processor are 
subject to BAR addition. In the supervisor state (S-flag ON) memory ac- 
cesses are subject to BAR addition under certain conditions, described 
later in this section. 

When a BAR is used, its contents form a base address to which a relative 
address is added to form an absolute address. For each BAR, the corre- 
sponding LAR specifies the upper limit address . The bit configuration of 
the relative effective address specifies a BAR/LAR register as shown in the 
following illustration. 
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BAR/LAR SELECTION 




Bit Configuration 




BAR/LAR 
Selected 


t>24 


t>2 3 


t»22 


t>2 1 


D20 


b 19"13 


bi2-9 


b8l 






















* 


X 


X 

















# * 


X 


X 

















1 


X 


X 


X 


1 











1 





X 


X 


X 


2 











1 


1 


X 


X 


X 


3 


X = any value 








* = b12-9<1101 








** =b19-13> 0000000, or b1 2-10= 111 






Bits 24, 23, and 22 of the virtual effective address must be zero or a PE occurs. 





Once a specific BAR is selected for an operand during the execution of a 
command, that BAR is used for all memory accesses made for that operand. 
This ensures that all virtual effective memory addresses for each operand 
fall within a single segment of memory. If not, a PE occurs. 



LAR Check 



When BAR X is selected, the contents of LAR X are compared to the contents 
of bits 12-9 of the virtual effective address. If the contents of LAR X 
are equal to zero or are greater than the contents of bits 12-9, the BAR 
value is added to the virtual effective address and the memory access is 



norirn' hfD^ 

occurs. 



Tf t-l-io -571' T-i-nal <=>f f an t i \Tf> prMrpss is prmal or prp.ater. a PE 



Similarly, when BAR 0, 1, 2, or 3 is selected, the contents of LAR 0, 1, 2, 
or 3, respectively, are compared to the contents of the address bits 19-9 
of the virtual effective address. If the contents of the LAR are equal to 
zero or greater than the contents of bits 19-9, the memory access is per- 
mitted. If the virtual effective address is equal or greater, a PE occurs. 

Before executing a command to transfer control, the processor compares the A 
address to the current contents of the LAR. If the A address is equal to 
or greater than the current LAR value and the conditions for transfer of 
control are satisfied, a PE occurs and the control register for the program 
remains unaltered. If the A address is smaller than the current LAR, or if 
LAR is equal to zero, the command execution proceeds normally. 

BAR Addition 



II 



After selection of the proper BAR, the contents of the BAR are added to the 
appropriate bits of the virtual effective address. The sum of the two is 
the absolute address for the memory access. Bits 24, 23, 22, 21, and 20 of 
the virtual effective address do not participate in the BAR addition. A 
carry out of the 22nd bit position of the absolute address causes a PE. 
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The following illustration shows how an absolute address is obtained from 
the addition of the virtual effective address and the contents of BAR. 



ABSOLUTE ADDRESS CALCULATION 


Bit Position 


24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 


Partial Address* 

+ 
(Index Register) 

Virtual Effective 
Address 

+ 

(BAR) 
Absolute Address 








?????? 
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** 


n 



II 



* The decrementing feature of addressing causes the value of the 16th bit 
of the partial address to be added to the 17th through the 22nd bit posi- 
tions of the index register contents when forming the virtual effective 
address. 
** If either bit 23 or 24 is equal to 1, a PE results. 
*** BAR selector bits for BAR 1, 2, and 3. 

• Write Prohibit and Segment Unavailable Flag 

Prior to memory access (after the LAR check and BAR addition) , a check is 
made of the Write Prohibit Flag and the Segment Unavailable Flag for that 
particular segment of memory. If an attempt is made to write into a segment 
whose Write Prohibit Flag is on, the access is prevented and a PE occurs. 
If an attempt is made to access (read or write) a segment whose Segment 
Unavailable flag is on, the access is prevented and a PE occurs. 

Effects of BAR/LAR in User State 

In the user state (S-flag OFF), command setup and execution is subject to 
BAR/LAR processing. 

Effects of BAR/LAR in Supervisor State 

In the supervisor state (S-flag ON) , BAR/LAR processing is dependent on two 
hardware flags: Flag A, for the A value, and Flag B, for the B value. 

If, during the setup phase, the RA character of the command refers to an index 
register from 1 through 31, Flag A is set ON; otherwise, Flag A is set OFF. If 
Flag A is set ON, the index register referred to in the RA portion of the com- 
mand is a user index register relative to BAR X. RA characters obtained by mode 
1 indirect addressing have no effect on Flag A. The control of Flag B is 
identical to that of Flag A, except that the values from the B portion of the 
command are used. 
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All memory references by the A or B values, including those derived by indi- 
rect addressing, are subject to BAR/LAR processing if the associated Flag A 
or Flag B is on. If the pertinent flag is off, BAR/LAR processing does not 
take place for that value. 

The following special locations are addressed as absolute index registers, 
regardless of the state of the A and B flags. 

• The Repeat Counter in IR 8, used by the REPEAT command. 

• The Jump Link Register in IR 8, stored by the JUMP command. 

• The Next Address Index Register in IR 9 , stored by the DECODE and SCAN 
commands . 

• The Count Counter in IR 16, used by the COUNT command. 

The following trapping flows transfer control to an absolute address, regard- 
less of the state of the S-flag. 



c 



• Program Interrupt Trapping Flow 

• ME Trapping Flow 

• PE Trapping Flow 

• Command Code Trapping Flow 

• Trace Trapping and address monitoring through the use of the Monitor 
Register 

The S-flag has no effect on the I/O flows. 

When the system is powered up, the contents of BAR/LAR registers are indeter- 



R AT? /T AT? rorticforc ot-o o ot" t"r\ fViOT r nrnnor TTdlnoo oo nrrtm-ome o-f-q 



loaded, 



LOAD BAR Command 



The processor must be in the supervisor state to execute the LOAD BAR command. 
The A operand address of the LOAD BAR command specifies one-byte location con- 
taining a register indicator. The register indicator specifies which BAR/LAR 
register is to be loaded with the contents of a 4-byte area specified by the B 
portion of the command. 

The following illustration shows the bit configuration of the register indica- 
tor (A operand) and the BAR/LAR that each specifies. 



c 



REGISTER INDICATOR* 


Bit Configuration 


Specified 
BAR/LAR 


b 8 b 7 






1 


b 6 b s b 4 b 3 b 2 bj 

1 
1 
1 1 



BAR/LAR 
BAR/LAR 1 
BAR/LAR 2 
BAR/LAR 3 
BAR/LAR X 


* Bit conf 
operand 


gu rations other than the ones shown const 
and result in a PE. 


itute an illegal A 
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The B operand address in the LOAD BAR command specifies a 4-byte location 
that contains the values for BAR, LAR, Write Prohibit Flag, and Segment Unavail- 
able Flag. 



CONTENTS OF B FIELD BYTES 


BYTE BYTE 1 BYTE 2 BYTE 3 








I I 


i i 


i i i i i i i 


l 


i i i i i 


i i i i i i i 






Byte — Bit 8 = Segment Unavailable Flag 
Byte - Bit 7 = Write Prohibit Flag 
Byte - Bits 3-1 =\ LAR Value (11 bits) 

f LAR X = 4 bits 
Byte 1 - Bits 8-1 = ' (Byte 1 - Bits 4-1) 
Byte 2 - Bits 6-1 = f , 
Byte3-Bits8-1=/ BARVa,Ue(14bits) 





If the B address is not zero modulo four (0 mod 4) , a PE results and the BAR/ 
LAR registers remain undisturbed. If the processor is in the user state (S- 
f lag OFF) , the Command Code Trap is taken. 



T in the LOAD BAR command is not used 
it should always equal zero. 



however , for programming compatibility 
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INPUT-OUTPUT CONTROL (IOC) 
INTRODUCTION 
The design objectives of the NCR Century 251 input-output structure are: 

• To provide efficient handling of high-speed peripherals. 

• To provide easy expansion into multiple degrees of simultaneous operation. 

• To provide multiplexing for several character-level peripherals. 

To accomplish these three objectives, the Input-Output Control (IOC) has 
various trunk controls, a data control section with a direct access to memory, 
and a selection control. The IOC includes logic, buffering, and multiplexing 
controls that permit it to operate independently of the ALP once an I/O opera- 
tion has been initiated. 

In the NCR Century 251 the ALP initiates an I/O operation by executing an 
INOUT command. After the ALP initiates peripheral selection on one of the sys- 
tem's trunks, the proper response from the peripheral unit frees the ALP to 
return to processing the next program instruction, which may be to issue another 
INOUT command for a different peripheral. When the ALP completes the selection 
of the desired peripheral, the IOC assumes control of memory /peripheral com- 
munications. 

I/O TRUNK CONFIGURATIONS 

The NCR Century 251 may operate with one of three I/O trunk configurations: a 
basir. T/O trunk system and two optional expanded I/O trunk systems. The basic 
system consists of two 4-position trunks and one 8-position multiplexor trunk 
(trunk 0). All trunks contain separate control and data lines. The trunk 
carries control and data information both to and from the peripheral. The ex- 
panded I/O trunk system incorporates two or four additional 4-position I/O 
trunks . 

Common Trunk Concept 

The input-output trunk provides communication lines between the processor and 
the peripherals, both for data and control. The term common trunk means that 
the processor communicates with all peripherals on a trunk in the same way. 
The common trunk communication is made possible by a common trunk interface in 
each peripheral. 

The common trunk provides a wide range of input-output facilities for batch and 
real-time applications. The IOC can accommodate a maximum of 14 I/O operations 
simultaneously. 

Trunks 



• 4-Position Trunks 

The NCR Century 251 standard I/O configuration is equipped, in addition to 
the 8-position multiplexor trunk described next, with two 4-position trunks. 
Optionally, two or four additional 4-position trunks can be added. Since 
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one peripheral unit can be active on each trunk at the same time, the 
4-position, 6-trunk design permits up to six simultaneous operations. 

Multiplexor T runk 

The 8-position multiplexor trunk, which is time-shared by up to eight 
peripheral units, transfers data between the IOC and the peripherals one 
byte at a time. Three of the trunk's positions are dedicated to integrated 
peripherals. The multiplexor trunk is designed for use with low volume 
devices (such as the operator's CRT) or low speed devices whose transfer 
rates are far below the system's capabilities. The IOC constantly scans 
the positions of the multiplexor trunk and services any active position. 
Thus, all eight positions appear to have exclusive and simultaneous access 
to the IOC. 

With the standard configuration of two 4-position trunks and the 8-position 
multiplexor trunk, the NCR Century 251 is capable of 10-way I/O simultaneity, 
Adding the optional 4-position trunks increases the I/O simultaneity to 12- 
or 14-way. 



NCR CENTURY 251 I/O CONFIGURATION 
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Trunk Transfer Rates 

The maximum data transfer rate of each 4-position trunk is 815 KB (815,000 
bytes per second) . 

The maximum transfer rate of trunk (multiplexor trunk) has two values: 
one value, obtained with only 1 active peripheral on the trunk, and another 
value, obtained with all positions of the trunk active. With only one 
peripheral active, in addition to the normal transfer time, time is consumed 
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II 



by the multiplexing logic, memory contention, and the turn-aroimd-delay ; 
therefore, although the theoretical transfer rate is 180 KB, the actual 
permissible transfer rate is 120 KB (120,000 bytes per second). 

With all positions active on trunk 0, the same devices do not transfer data 
consecutively and the turn-around-delay time is eliminated. This reduces 
the total transfer time and the trans fer rate of trunk 0, with all positions 
active, is 197 KB (197,000 bytes per secbnd)T 

• Trunk Buffers 

Incorporated in the IOC are buffers for each trunk except trunk 0. These 
buffers are live registers that are used as a temporary storage for data. 
Each of the six 4-position trunks has one 1-word buffer. In addition to 
buffers, each trunk, except trunk 0, has a live register for the control 
word (refer to "Control Word" in this chapter). 

• Trunk Priorities 

The trunk priority logic grants highest priority to the trunk with the 
highest trunk designator (3A, 3B, 2A, 2B, 1A, IB and 0). For example, if 
trunks number 3A and number 1A request service simultaneously, trunk number 
3A is serviced before trunk number 1A. 

Control and Data Lines 

Thp. NCR Century 251 IOC uses separate control and data lines to communicate 
with the peripherals. The separation of these lines makes it possible to 
access a control unit (level 1 peripheral) for the purpose of selecting a level 
2 unit, although data is being transferred on another level 2 unit. For ex- 
ample, a disc control unit, which controls multiple disc drives, is in the 
selected state with data being transferred to or from one of the discs. If the 
ALP tries to select another peripheral on that trunk, it detects the uncondi- 
tional busy signal and terminates the I/O command execution. The ALP stores 
an S2 status character of "busy" and the desired peripheral is not selected. 
If the ALP, while executing a subsequent I/O command, tries to select the disc 
controller, the busy status is suppressed and the ALP is able to access the 
idle (not transferring data) disc drives to initiate a seek (locating the 
proper track, cylinder, and head number) function. The ALP may select the disc 
controller and issue seek functions to as many as seven disc drives while one 
is transferring data. 

Control Line Parity 

To ensure accuracy in transmitting the control characters and to guard against 
selecting a wrong peripheral unit, all control characters use an accompanying 
odd parity bit that is generated by the transmitting unit and checked by the 
receiving unit. Parity bits are used with control characters in selection of 
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a peripheral, acknowledgement (answer-back) by the peripheral, service requests 
by the peripheral, I/O terminating signals by either the IOC or the peripheral, 
and transmission of status characters to indicate the outcome of the I/O 
operation. 

Data Handling and Buffering 

Data is transferred serially-by-byte between the IOC and the peripheral unit. 
During input, the IOC checks each character for correct parity. During output, 
the peripheral unit or its control unit checks each character for correct 
parity. 

Data is transferred parallel-by-word between the IOC and memory through a 4-byte 
(32 data bits and 4 parity bits) memory port dedicated to the IOC. During in- 
put, the IOC generates a parity bit for each byte. During output, the IOC 
checks the parity of each byte. 

During input, each byte from a peripheral unit is stored in the buffer of the 
IOC until a complete word is received; the word is then written into memory. 
During output, one complete word is read from memory into the buffer of the 
IOC and then sent serially-by-byte to the peripheral. 

On all buffered trunks, four bytes are transferred for each memory cycle. On 
trunk 0, however, four memory cycles are required for each byte input or out- 
put. These cycles are necessary because trunk data transfer occurs one byte 
at a time. Since data is multiplexed, each byte may be received from, or sent 
to, a different peripheral unit. Therefore, there is neither a buffer nor a 
live register for the control word in the trunk control. 

Bandwidth 



The activities that take place in a computer system during processing occur at 
varying rates of speed. The term bandwidth is defined as the maximum number 
of bytes that can be transferred in one second. 

In the NCR Century 251 the. maximum bandwidth at which I/O transfers can occur 
is 1630 KB with the standard (two 4-position) trunk configuration and 2740 KB 
with the optional (four to six 4-position) trunk configuration. 

Peripheral Types 

NCR Century series peripherals are classed as either integrated peripherals or 
freestanding peripherals. 

• Integrated Peripherals 

Three integrated peripherals are incorporated in the NCR Century 251 System: 
the I/O Writer, the operator f s CRT Display, and a non-addressable Interval 
Timer. (See "Interval Timer" in this chapter.) 

All integrated peripherals in the NCR Century 251 System share the logic 
and power supplies of the IOC. 
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• Freestanding Peripherals 

Freestanding or common trunk peripherals are used interchangeably to indi- 
cate the same thing. A freestanding peripheral may be connected to any I/O 
trunk at any position not reserved for integrated peripherals, provided the 
data transfer rate of the peripheral does not exceed the data transfer rate 
of the trunk. 

Freestanding peripherals are classified as either level 1 or level 2. 

• Level 1 Peripherals 

A level 1 peripheral, occupying a position on an I/O trunk, contains its 
own control logic for communication. There may be as many level 1 units 
on a trunk as the trunk has positions. 

• Level 2 Peripherals 

Level 2 peripherals interface to the I/O trunk through a control unit or 
multiplexor. During I/O operations, the IOC communicates with the control 
unit which supervises the actual peripheral operation through another 
trunk that is similar to the I/O trunks. The controller is a level 1 
unit; the peripheral units connected to the controller's trunk are level 
2 peripherals. 

The unit selection character (8 bits) can specify up to 256 level 2 
peripherals. The actual number of peripherals that may be used depends 
on the level 1 device controlling the level 2 devices; however. 256 is 
the maximum. 

• Additional Level Peripherals 

Additional levels of peripherals are permissible. Each new level requires 
an additional selection character (8 bits) permitting up to a maximum of 
256 selectable devices. 

In the following illustration, one level 1 peripheral (in this case a control 
unit) is connected directly to a trunk, and three level 2 units are connected 
indirectly to the same trunk and position number through the single level 1 
control unit. 



SIMPLIFIED LEVEL 1/LEVEL 2 CONFIGURATION 





Trunks 

*- 


IOC 


*- 


^- 




>- 



O-O-O Level 2 



( ) Level 1 



Any trunk (0 through 3A) 

Any position (except positions 0, 1 , and 5 on trunk 0) 

One level 1 peripheral on each trunk position 

Level 1 peripheral may control level 2 peripherals, which cannot 

interface directly with the common trunk 
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FUNCTIONAL OPERATION 

The three phases of the I/O operation — selection, data transfer, and termi- 
nation — are discussed in this section. 

Selection 

An I/O operation is initiated when the ALP selects a peripheral by executing 
an INOUT command. Selection includes selecting a peripheral, initiating the 
desired function (read, write, print, etc.), and issuing any special instruc- 
tions required by the specified peripheral. 

• INOUT Command 



The INOUT command may be a single— or double-stage command. The single- 
stage INOUT command loads the I/O control unit priority register. A double- 
stage INOUT command selects and initiates an I/O function in a peripheral 
unit. For a detailed explanation of the INOUT command, refer to the "NCR 
Century 251/300 Hardware Commands," under this tab. 

Peripheral Address Field (PAF) 

The effective A portion of the INOUT command specifies the address of the 
Peripheral Address Field (PAF) . The PAF contains all information necessary - 
the trunk and position characters, the unit character if applicable, and the 
function character — to complete an I/O selection operation. 

Since some peripherals require more information than others, the PAF is a 
variable- length field. For example, a paper tape reader can only read; 
therefore, it is only necessary to select the reader to initiate its func- 
tion. Peripherals such as magnetic tape units, which perform more than one 
function must be selected and told what specific operation to perform. In 
this case the PAF must be longer than the minimum length of 1 byte. 

The first character of the PAF contains the trunk number (T) and position 
number (P) as illustrated below: 



T/P CHARACTER FORMAT 




b 8 


b 7 


b 6 


b s 


b 4 


b 3 


b 2 


bi 





T 


T 


T 





P 


P 


P 



TTT = I/O trunk number (0 through 3) 
PPP = Position number (0 through 7) 

In the NCR Century 251 System, b8 and b4 are for compatibility with other 
NCR Century systems. The arrangement of the PAF characters following the 
T/P character is determined by the functional characteristics of the periph- 
eral. Level 1 peripherals that perform more than one function, but which 
need no additional addressing, require a function character following the 
T and P character. Control units require a unit character in the PAF to 
select a level 2 peripheral connected to the control unit. 
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PAF FORMATS 



One Character 



T/P Char. 



Used on Peripherals Requiring 
Selection Only. 



Position on A Trunk 




Level 1 



Card or Paper 
Tape Unit 



1st Character Needed for Selection. 
No Further PAF Needed. 



Two Character 



T/P Char. Function 
Char. 









.Used for Peripherals Requiring 
Selection and Function Characters. 



Position on A Trunk 




Level 1 



1st Character for Selection. 
2nd Character for Function. 



Three Character 



T/P Char. Unit Char. Function 
Char. 







Used for Peripherals Requiring an 
Additional Level of Selection & 
Function Characters. 



Position on A Trunk 




Level 1 



Level 2 



1st Character for Level 1 Selection. 
2nd Character for Level 2 Selection. 
3rd Character for Function. 
Additional Characters in PAF as 
Peripheral Requires. 



S2 Status Character 

The S2 status character reflects the results of an attempt to select and acti- 
vate the peripheral unit designated by the PAF. The B portion of the INOUT 
command specifies the memory location where the ALP is to store the S2 status 
character before terminating the INOUT command. 

The ALP generates the S2 status character based on the answer-back signals it 
receives from the peripheral during the selection process. 

After storing an S2 status character, the ALP returns to internal processing 
operations, leaving the IOC to supervise data transfer. 

The seven possible S2 status characters and their binary and hex configurations 
are: 

• PAF Parity Error (10100011) (A3) 

Either the IOC or a level 1 peripheral detects a parity error on the control 
information lines. The parity error, if detected by the IOC, is present in 
the selection character from the ALP; if detected by the level 1 peripheral, 
the parity error is present in the selection character from the IOC. When 
the error is detected, the IOC notifies the ALP to that effect and the ALP 
stores the PAF Parity Error S2 status character. 
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T/P Miscompare (10100100) (A4) 

In addition to the T/P (trunk and position) number specified in the first 
PAF character, the ALP sends the T/P number to the IOC by the trunk/position 
interface lines, with each PAF character to aid in the selection process. 
If the IOC detects a difference between the information in the T/P interface 
lines and the corresponding T/P number of the first PAF character, it noti- 
fies the ALP to that effect and the ALP stores the T/P Miscompare S2 status 
character. 

PAF Parity Error & T/P Miscompare (10100111) (A7) 

If the IOC detects this multi-status error, it notifies the ALP to that 
effect and the ALP stores the PAF Parity Error & T/P Miscompare S2 status 
character. 

Busy (10000000) (80) 

The busy indication means either that the I/O trunk is servicing another 
peripheral or that the selected peripheral itself is busy. However, common 
trunk control units for CRAM or disc can share seek time (the time required 
to locate the track where information is to be stored or read). Thus, the 
control unit for these peripherals can suppress the busy status to permit a 
seek operation even when another peripheral in the controlled group is en- 
gaged in an I/O operation. 

Standby (10000010) (82) 

When the STOP switch on a peripheral console is pressed (to permit changing 
of a disc, for example) prior to peripheral selection, the peripheral is 
places in standby, and the ALP stores the Standby S2 status character. 

Inoperative (00000010) (02) 

Two conditions cause the ALP to store an Inoperative S2 status character: 
the peripheral is not responding to selection within the allotted time (a 
response error) , or the peripheral is physically inoperative because the USE 
LOCKOUT switch is ON, the peripheral is out of media, etc. 

Command Initiated (01000000) (40) 

This configuration is stored as soon as the selected peripheral has accepted 
all PAF characters. 

S2 Priorities 

The processor stores the S2 status characters according to a pre-determined 
order of priority because more than one S2 status character condition may 
result, but the ALP can store only one S2 status character to reflect the 
result of a selection attempt. 
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The following table lists the S2 status characters in the order of their 
priority. 



S2 STATUS CHARACTER PRIORITY 


Priority 


Bit Configuration 


Status 


Binary 


Hex 


1 
2 
3 
4 
5 
6 
7 
8 


1000 0000 
1010 0011 
10100100 
10100111 
1000 0000 
1000 0010 
0000 0010 
0100 0000 


80 
A3 
A4 
A7 
80 
82 
02 
40 


Unconditional Busy 

PAF Parity Error 

T/P Miscompare 

PAF Parity Error & T/P Miscompare 

Conditional Busy 

Standby 

Inoperative 

Command Initiated 



NOTE 

An integrated peripheral may cause the processor to store 
an S2 Busy status character if the device is still perform- 
ing the previous function although an S3/S4 status charac- 
ter may have been already stored for that function. For 
example, the ALP atores an S2 Busy status character for 
touchplate selection if any of the touchplate switches are 
still pressed from the previous selection. 



uaua xransrer 



When the selected peripheral is ready to receive or transmit a character of 
data, it sends a request for service to the IOC. When this request is received, 
the IOC accesses memory to read out or store the data. 

A peripheral unit on trunk accompanies each request for service with a 
response number. The IOC uses the response number to calculate the memory 
address of the control word (CW) for the designated peripheral. Trunks IB 
through 3A have "live" control words, directly updated by the IOC, to reduce 
the memory accesses during 1/0 operations and to permit higher transfer rates. 
(Control words are explained later in this chapter under "Control Word.") 

During an input operation, trunks IB through 3A transfer data to their respec- 
tive buffers serially by byte until the buffer is full. (Each 4-position trunk 
has a 1-word buffer.) The IOC stores the contents of the buffer, one word (4 
bytes) at a time, in the memory location specified by the control word. For 
data output, data is transferred from memory to the buffer, one word (4 bytes) 
at a time, and then serially by byte to the selected peripheral unit. 

Since trunk has no buffer, nor a control word in the IOC, each byte that is 
input or output requires four memory cycles (2 cycles to read out the 8-byte 
control word, 1 cycle to read or write one byte of data, and 1 cycle to restore 
the incremented "next address" portion of the control word in memory) . 

The following two flow charts are simplified descriptions of the IOC operation. 
The first flow is for trunk 0, and the second flow is for trunks IB through 3A. 
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TRUNK ZERO I/O CONTROL OPERATION 



£ 



On 




Off 



CD 



Start 



Peripheral requests service, sends response number 



I/O control accesses memory 



NA supplies the data address to be used 



Increment NA by 1 



If NA = TA, set flag 



If output mode: Read out character and send to peripheral 
If input mode: Store character received from peripheral 

Test flag 

Go to priority interrupt and termination queue routine 

The I/O control waits for next request for service 



Start 



This flow chart is a simplified description of I/O control operation during data transfer. It is not 
intended as a programming guide. 



TRUNK 1 TO 3 I/O CONTROL OPERATION 



9. 



Start 

Peripheral requests service, sends response number 

IOC accesses memory, stores NA and TA in live registers 
NA supplies the data address to be used 

Increment NA by 1 

If NA = TA, set flag 

If output mode: Read one word of data from 

memory, load into buffer, and 

transmit to peripheral, one byte at 

a time 
If input mode: Fill buffer, one byte at a time, from 

peripheral and write into memory, 

one word (4 bytes) at a time 

Test flag 

Go to priority interrupt and termination queue routine 



This flow chart is a simplified description of I/O control operation during data transfer. 
It is not intended as a programming guide. 
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Response Number 

Each common trunk peripheral unit has an 8-bit response number wired into 
its logic circuitry. When a peripheral unit requests service from the pro- 
cessor, the response number accompanies the request. The IOC uses this 
number to compute the starting address of the control word. Control word 
addresses begin at memory location 1024 (decimal). To calculate the CW 
address, the IOC multiplies the response number by 8 (each control word con- 
tains 8 characters) and adds the results of the multiplication to 1024. 

EXAMPLE: 

To calculate the CW address when the response number is 5: 

1. 5 x 8 = 40 

2. 1024 + 40 = 1064 

Response number 5 indicates CW 5. The starting address of CW 5 is 1064. 

NOTE 

Once the control word address is calculated for a unit on 
trunks IB through 3A and the CW is stored in the live regis- 
ter, no further use is made of the response number until 
the CW is returned to memory at termination of the I/O 
operation. For this reason, devices (such as a communica- 
tions multiplexor) which transfer data to various control 
words between terminations, must be assigned to trunk U. 

Control Word 



A control word (CW) is an 8-byte field containing such information as the 
priority of the active peripheral, the current address of the data being 
input or output, the final address to be accessed, and certain status 
characters. The NCR Century 251 can accommodate 256 control words. As an 
option, positions 3 and 4 of trunk can be wired, at the time of intalla- 
tion, to provide an additional 256 control words. The maximum number of 
control words is 512. 

Of the two types of control words used in the NCR Century 251, all periph- 
erals, except the printer, use a standard control word. The printer uses a 
different type, unique only to printer operations. For a description of the 
printer control word, refer to PRINTERS, in this manual. 

The following illustration shows the format and contents of a standard con- 
trol word. 



S/P 



N3 



STANDARD CONTROL WORD FORMAT 



NA 



N2 



N1 



TA 



T2 



T1 



2-Character 
Area Reserved 

for 
Software Use 
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S/P = A 1-character field containing the priority number of the peripheral 
unit. At termination, the S3 or S4 status character is stored in 
this location. 

NA = A 3-byte binary field containing the next memory address to be acces- 
sed by the IOG for output, or storage, of data. 

TA = A 2-byte binary field containing the terminating address. TA is com- 
pared to the N2 and Nl characters of the NA field to determine I/O 
completion. NA, a 24-bit (3-byte) field, is used in both input and 
output operations. It provides the address into which the character 
is stored or from which the character is read. NA is incremented by 
a binary 1 and the N2N1 characters are compared to the two TA chara- 
cters (16 bits) which always contain the last address +1 of the data 
storage areas. Comparing NA to TA determines when the processor has 
arrived at the end of a data field. If they are equal, the operation 
terminates. This 16-bit comparison permits a theoretical record size 
in the NCR Century 251 of up to 65,536 characters. 

NOTE 

Since special action is required of the IOC to align the 
data within the first and last words of records, the speed 
of the I/O operation can be increased by making NA equal 
to modulo 4. This is not a requirement, however. 

The following illustration shows the general flow of an output operation 
and NA/TA comparison. 
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Read byte 
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Increment NA by 1 



Transmit byte 
to peripheral 



Compare NA to TA 



Equal 

operation complete 
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Trunk 1-3 



Read word (4 bytes) out 
of memory into buffer 



Increment NA by 1 



Transmit buffer byte 
to peripheral 



Compare NA to TA 



Equal 

Operation complete 

Not equal — test for 
empty buffer 



PRODUCT INFORMATION — NCR CENTURY SERIES 
PROCESSORS - PUB. NO. 10 



Aug. 73 
Page 80 



NCR CENTURY 251 ~ IOC 



Termination 

Under normal terminating conditions, the IOC ends an I/O operation in a predic- 
table, orderly manner and stores a status character where it is accessible to 
the operator and/or the program. In general, the status character, which is 
stored in the first byte of the control word, reflects the outcome and speci- 
fies the cause for the termination of the I/O operation. 

Termination of an I/O operation may be initiated either by the IOC or the 
affected peripheral. Termination falls into two categories: 

• Processor termination — Initiated either by the IOC or the peripheral. 
Peripheral generates an S3 status character and sends it to the IOC, 
which stores it in the associated control word. 

• Latent Error termination — Initiated only by the IOC, which inhibits 
the peripheral from sending an S3 status character. Instead, the IOC 
generates an S4 status character and stores it in the associated control 
word in place of the S3 status. In special cases, a substitute character 
may be stored in lieu of an S4 status character, as explained later, 
under "Response Number Parity Error." 

The above two major categories may be divided into four specific types of 
termination, which are explained next in more detail. 

• Normal Processor Termination 



The IOC sends a terminate signal to the peripheral when the incremented 
NA = TA in the cuiiLrul wuiu, lii turn, tue pe: 
number and an S3 status character to the IOC. 



NA = TA in the cuiiLrux wulu. j.ii turn, tue jjcjLj.jjuej.aj. ScuuS ii_s respcns; 



Upon receipt of a processor terminate signal, a real-time, level 1 periph- 
eral (such as a communications adapter) replies by sending an S3 Segment 
Complete status character to the IOC. Before further communication with 
that peripheral can occur, the processor must issue another read or write 
function. If a character is received at the controlling device before a 
read or write function is issued, a Program Overload occurs. 

Other peripherals (not real-time) continue reading until they detect an end- 
of-block (EOB) condition (end-of-card, end-of-sector, record gap, special 
character, etc.) before stopping and sending the appropriate S3 status 
character to the IOC. A peripheral that does not detect an EOB condition 
(for example, paper tape reader) stops reading immediately upon receipt of 
the termination signal and sends the appropriate S3 status character to the 
IOC. 

When a peripheral receives the processor termination signal while writing, 
the peripheral initiates an EOB write operation before terminating the write 
operation and sending the appropriate S3 status character to the IOC. A 
peripheral that does not initiate an EOB write operation (for example, 
paper tape punch) stops writing (punching) immediately upon receipt of the 
termination signal and sends the appropriate S3 status character to the IOC. 
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• Normal Peripheral Termination 

If a peripheral detects an EOB condition before a processor terminate signal 
is received, the peripheral requests service and sends a termination signal 
with the appropriate S3 status character to the IOC. The IOC stores the 
status character in its proper memory location and terminates the I/O 
operation. 

• Special Peripheral Termination 

When the peripheral detects any of the following conditions, it immediately 
sends a terminate status signal with the appropriate S3 status character to 
the IOC: 

• Error when writing 

• System overload when writing 

• Write lockout when attempting writing, erasing, or rewinding 
(Rewinding is initiated; writing and erasing are not.) 

• Inoperative, when executing any function 

• Transmission errors 

• Other exception conditons, e.g., error when reading from bit-serial 
magnetic media such as discs. 

Other conditions that are detected by the peripheral but are usually not 
transmitted to the IOC until an EOB condition is detected or until the next 
INOUT command is initiated are: 

• Error when reading (EOB) 

• System overload when reading (EOB) 

• Program overload (next INOUT command) 

• Special Processor Termination 

If the IOC terminates an I/O operation because of a Latent Program Error 
(LPE) , a Latent Memory Error (LME) , a Latent Transmission Error (LTE) , or 
an IOC Buffer Parity Error, it inhibits the peripheral from sending an S3 
status character. Instead, the IOC generates and stores an S4 status 
character in place of the S3 status character. 

Termination Flow 

The NCR Century 251 employs a priority technique to determine whether a termin- 
ating peripheral may interrupt the central processor. The processor and each 
peripheral are assigned priority numbers by the user program. The processor's 
priority number is stored in a 4-bit register (Priority Register) in the IOC; 
each peripherals priority number is stored in its control word. 

Upon termination the peripheral unit sends its response number and status char- 
acter to the IOC. The IOC saves the least significant four bits of the S/P 
byte (Priority Level number) of the Control Word for later use. The IOC stores 
the S3 status character in the S/P byte of the Control Word, calculates the 
memory address (according to the response number received from the peripheral) 
and stores the Control Word contents at this address. 
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For each of the 16 interrupt priority levels, the IOC maintains a cyclic 256- 
byte queue in memory. The IOC stores the response number of the interrupting 
peripheral in the termination queue corresponding to the interrupt priority 
level assigned to that device for that specific operation. The termination 
queues are addressed by termination queue pointers. There is a termination 
queue pointer for each termination queue. Each pointer is a 4-byte area whose 
least significant 18 bits contain the address of the next entry position in 
the termination queue. Using the priority number saved from the Control Word, 
the IOC calculates the location of a termination queue pointer. The pointers 
start at memory location 384. IOC calculates their addresses according to the 
following scheme: 



CALCULATION OF TERMINATION QUEUE 



POINTER ADDRESSES 



Priority Number x 4 + Beginning Address = Termination Queue 
(384) Printer Location 



Peripheral priority number 15 represents the highest priority; priority number 
represents the lowest priority. 

The IOC adds 1 to the lest significant byte of the termination queue pointer 
each time it makes an entry in the termination queue. Since no carry is propa- 
gated out of the low order byte of the address, the termination queue is cyclic 
256. Each time the IOC makes an entry in the termination queue, it also sets 
bit 8 of the most significant byte (bit 32) of the pointer to 1 as an indicator 
to the processor that activity has occurred in that queue. 



I/O TERMINATION 
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Next, the IOC compares the interrupt priority number to the processor's priority 
number which is stored in a special 4-bit register. If the interrupt priority 
is equal to or lower than the processor's priority, no action is taken at this 
time. If the interrupt priority is higher than the processor's priority, the 
Interrupt Indicator (II) is turned on to signify that a priority interrupt con- 
dition exists. If the Interrupt Permit (IP) is ON, the processor traps out of 
the normal program flow to a subroutine in which it examines bit 32 of each 
termination queue pointer. If bit 32 is OFF, the processor moves to the next 
pointer in the list. If bit 32 is ON, the processor uses the pointer to locate 
the peripheral response number, calculates the location of the control word, 
and takes the course of action specified by the S3 status character which is 
stored in the S/P byte of the Control Word. This routine is repeated until all 
terminations have been processed. System software then resets the termination 
queue pointers, determines the highest priority program to be run, resets the 
processor priority number accordingly, and reenters the program flow. 

S3 Status Character 

The processor generates and stores an S2 status character to indicate the 
results of attempted peripheral selection. At termination of an I/O operation, 
a similar 8-bit character, called an S3 status character, is generated by the 
peripheral unit and sent to the IOC, which stores it in the first byte of the 
control word. This character reflects the outcome of the I/O operation. After 
a processor interrupt occurs, system software examines this status character 
and takes the appropriate action. If an error occurs during the I/O flow, the 
IOC inhibits the peripheral from sending an S3 status chatacter. Instead, the 
IOC generates an S4 status character and stores it in place of the S3. 

The S3 character has 10 possible configurations and meanings. If bit 8 and 
bit 7 are both 0, the I/O operation is complete; if bit 8 and bit 7 are both 1 
the transfer of one segment of data has been completed. If only bit 8 is ON 
the operation has been terminated early due to a transmission error or operator 
instruction. Although the peripheral may send only one S3 status character to 
the IOC, the bit configuration of that character may reflect more than one con- 
dition, provided they are not mutually exclusive. 

The following S3 status character definitions, which include their binary and 
hex configurations in parentheses, are general in nature. Certain peripherals 
have specific status characters that are explained in the separate publications 
dealing with these devices. 

• Operation Complete (00XXXXXX) (0 0) 

This configuration is stored when the I/O operation is completed. Errors 
and exceptions encountered during the operation are indicated by various 
combinations of b6 through bl. 

• Segment Complete (11XXXXXX) (CO) 

This configuration indicates that processor termination occurred while a 
real-time peripheral had more data to transmit to its control unit. The 
processor must reissue a read function to activate the remote peripheral. 
If a data character arrives at the control unit before the function code, a 
Program Overload occurs. 
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• Error (00100000) (20) 

This configuration occurs when the selected peripheral detects an error 
(usually a parity error) during an I/O operation. If the error is detected 
while the peripheral is performing a read operation, the error is noted and 
sent as a bit in the S3 status character configuration when the terminating 
status is sent. If the error is detected while writing, a terminating 
status signal and the proper S3 status character are sent to the processor 
immediately . 

• System Overload (00010000) (10) 

When the IOC does not respond to the selected peripheral's request for ser- 
vice within the character time, the peripheral unit detects a system over- 
load. Character time, the amount of time required for a peripheral to 
receive or transmit 1 byte of data, varies with the peripheral unit. Data 
transmission ceases when a system overload is detected. 

If the peripheral unit detects a system overload during a write operation, 
it sends a terminating signal and the appropriate S3 status character to 
the IOC immediately. If a system overload is detected during a read opera- 
tion, the peripheral notes the condition and sets the proper bit in the 
status character when a terminating status is sent. 

• Media (00001000) (08) 

This configuration is stored when the selected peripheral detects a warning 
marker ^ such as * magnetic tape destination warning marker, during a write 
operation. The warning marker is noted and sent as a bit in the S3 status 
character configuration when the terminating status is sent. The IOC con- 
tinues data transmission, despite the peripheral's detection of the warning 
marker, until the processor terminate signal is received. 

• Write Lockout (00000100) (04) 

This configuration is stored when the IOC attempts to write in a peripheral 
which is in the write lockout state (for example, a magnetic tape handler). 
The elapsed time between S2 and S3 storage, in this case, may be so slight 
as to be undetectable by the program. 

• Inoperative (00000010) (02) 

The inoperative configuration is stored when certain malfunctions (out of 
media, torn punch tape, etc.) are detected by the peripheral after it has 
been activated. Data transmission ceases immediately and the terminating 
status signal, along with the inoperative status character, is sent to the 
IOC. 

• Special (00000001) (01) 

This configuration is stored to indicate any condition not included above. 
The actual configuration used will depend upon the specific peripheral 
involved. 
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• Transmission Error (10000001) (81) 

This configuration is stored if a transmission parity failure is detected 
by a peripheral during the I/O operation. When a transmission parity error 
is detected, the peripheral immediately deselects itself and sends this 
status character. 

• Standby (10000010) (82) 

This configuration is stored if the STOP switch on the selected peripheral 
has been pressed. 

During the I/O operation more than one status condition can occur. When the 
S3 status character is sent to the IOC, multiple status conditions may be com- 
bined into a single S3 by logical (mod 2) addition of the corresponding bits 
of the individual status characters. All, except the mutually exclusive, status 
conditions may be so combined. 

Under certain conditions, caused by malfunctions, an S3 is not sent to the IOC 
by the affected peripheral unit. These special cases are handled by software, 
as described next. 

• Lost S3 Status 



The IOC employs a control line to constantly monitor the operational condi- 
tion of a selected level 1 peripheral. This control line is used only with 
the 4-position trunks, not the multiplexor trunk. If a malfunction occurs 
in a peripheral that prevents it from completing the data transfer, or send- 
ing an S3 status character, the control line monitoring the peripheral re- 
sets (clears) the live control word in the trunk buffer control. The IOC, 
consequently, does not store status, make an entry in the termination queue, 
or store the control word in memory. 

Software detects the incomplete I/O operation when the allocated time for 
the I/O expires (software timeout) and initiates the appropriate recovery 
procedure. Software generates a pseudo S3 (hexadecimal 4F) in place of the 
lost S3 when the timeout occurs. 

NA = TA Error Detection 



When the incremented NA equals TA (NA + 1 = TA) , the IOC sends a processor 
termination signal to the peripheral. The IOC anticipates receiving an S3 
status character from the peripheral. Instead, however, the peripheral 
raises a request for service. When the IOC detects this error condition, 
it sends a Latent Error signal to the peripheral and deselects it. The IOC 
resets (clears) the control word, and does not store status, make an entry 
in the termination queue, or store the control word in memory. 

Software detects the incomplete I/O operation by software timeout and ini- 
tiates the appropriate recovery procedure. 
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S4 Status Character 



Whenever the IOC detects a latent error condition during an I/O operation, it 
terminates the I/O operation, deselects the peripheral, and inhibits the 
peripheral from sending an S3 status character. In place of the S3 status 
character, the IOC generates and stores in the control word an S4 status 
character. 

A latent error is one detected by the IOC and stored as an S4 status character 
in the control word in memory. 

The four latent error conditions and their corresponding S4 status characters 
are: 

• Latent Program Error (10001000) (88) 

An IOC-detected Program Error (PE) where part or all of the data fields ex- 
ceed memory size during input or output. 

• Latent Memory Error (10000100) (84) 

An IOC-detected memory error (ME) where a parity or other control-code error 
occurred when being read from memory. The error may occur when the IOC 
attempts to read data or the NA/TA portion of the control word. 

If the ME occurs while the IOC is reading NA or TA from memory, the NA is 
not incremented and the data character is not transferred to, or accepted 

frran. t"hp nprinhpral . 

If the ME occurs while the IOC is reading data from memory, the NA in the 
control word is updated, but the character is not transferred to the periph- 
eral. 

• Latent Transmission Error (10000001) (81) 

An IOC-detected transmission error (TE) is a latent transmission error, where 
a parity error occurs in an incoming data byte or the S3 status character 
from a peripheral, or in the data read from memory. 

If a transmission error is detected in the data being read from memory, the 
character in error is returned to memory with the correct parity. 

• IOC Buffer Parity Error (10110000) (B0) 

If a parity error is detected in the data that is output from the trunk 
buffer, either to memory or to the common trunk, the IOC Buffer Parity Error 
S4 status character is stored in the control word when the operation terminates 

This error can occur only during an 1/0 operation on the 4-position trunks, 
not on the multiplexor trunk. 

Multiple status conditions may be reflected in one S4 status character. The 
following table lists the four primary S4 status characters and all the pos- 
sible combination status conditions reflected in one S4 status character. 
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S4 STATUS CHARACTERS 


PRIMARY S4 STATUS CHARACTERS 


Bit Configuration 


Status 


Binary 


Hex 


1 000 0001 


81 


Latent TE 


1000 0100 


84 


Latent ME 


1 000 1 000 


88 


Latent PE 


1011 0000 


B0 


IOC BE 


COMBINATION S4 STATUS CHARACTERS 


Bit Configuration 


Status 


Binary 


Hex 


1000 0101 


85 


TE and ME 


10001001 


89 


TE and PE 


1000 1100 


8C 


PE and ME 


1000 1101 


8D 


TE.PEandME 


1 01 1 0001 


B1 


BE and TE 


1011 0100 


B4 


BE and ME 


1011 0101 


B5 


BE. TE and ME 


1011 1000 


B8 


BE and PE 


1011 1001 


B9 


BE.TEandPE 


1011 1100 


BC 


BE, PE and ME 


1011 1101 


BO 


BE, TE.PEandME 



Response Number Parity Error 

A request for service by a peripheral is accompanied by a response number. 
The IOC uses the peripheral's response number to compute the address of the 
associated control word. The response number is composed of eight bits plus 
an odd parity bit. The IOC checks the parity of each response number from the 
multiplexor trunk, but the parity of only the first and the last response 
numbers from the 4-position trunks, since these use live registers for control 
word storage. 

If the IOC detects a parity in the response number, a latent response-error 
condition exists, and the 1/0 operation is terminated. Because the response 
number is erroneous, the IOC cannot compute the right control word address. 
The S4 status character, which is normally stored in the control word in mem- 
ory, is now not available (non-existent). 

As an alternative, in lieu of the nonexistent S4, the IOC stores the trunk 
number in Termination Queue (TQ) 0, specified by Termination Queue Pointer 
(TQP) 0. The II is not set ON. 

TQP and TQ are reserved for IOC use to store the trunk number where a 
response number parity error occurred. 

The incomplete 1/0 operation is detected by software timeout and the appropriate 
recovery procedure is initiated. 

The following bit configurations are stored in TQ to indicate the trunk num- 
bers of trunks IB through 3A and the position numbers of trunk 0, where the 
response number parity error occurred. 
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RESPONSE NUMBER PARITY 
ERROR S4 ALTERNATIVES 


4-POSITION TRUNKS 


MULTIPLEXOR TRUNK 


Trunk 
Number 


Bit Configuration 


Position 
Number 


Bit Configuration 


3A 
3B 
2A 
2B 
1A 
1B 


001 1 0000 
0011 0100 
001 0000 
0010 0100 
0001 0000 
0001 0100 



1 
2 
3 
4 
5 
6 
7 


0000 0000 
0000 0001 
0000 0010 
0000 001 1 
0000 0100 
0000 0101 
0000 0110 
0000 0111 



INTERVAL TIMER 

The integrated interval timer provides the operating system with the ability 
to interrupt a program after a specified number of milliseconds. Thus, in a 
multiprogramming environment, the interval timer prevents any program from 
using more ALP time than specified. By doing this, the timer also detects and 
prevents program loops . 

Functional Operation 

The interval timer, occupying position 1 of trunk 0, makes use of certain in- 
put-output features in its operation. Every millisecond the timer requests 
service from the IOC. The IOC reads the NA portion of the control word, in- 
crements it by one and compares the incremented NA to the TA portion of the 
control word. If NA ^ TA, the IOC writes the incremented NA back into the 
control word and the timer continues to count and raise service requests to 
the IOC. When NA = TA, an Operation Complete S3 status character is stored in 
the interval timer's control word and the II is turned ON, unconditionally (no 
priority check is performed). The interval timer, as a special integrated 
peripheral, has no response number assigned to it. The IOC calculates the 
timer's control word address (special control word at memory location 336) by 
using a pseudo response number. As a result, no activity occurs in the Ter- 
mination Queue or the Termination Queue Pointer when the interval timer 
terminates; therefore, software tests the interval timer control word during 
each interrupt trap routine to see whether the interrupt was caused by the 
timer or not. 

Termination 

The interval timer continues to count and raise service requests until one of 
the following conditions arises: NA = TA, the IOC fails to service a request, 
the ALP enters the Halt state, or a latent ME is detected. 

When NA = TA, an Operation Complete S3 status character (0000 0000) is stored 
in the control word and the II is turned ON unconditionally. 
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If the IOC fails to service a request, a System Overload S3 status character 
(0001 0000) is stored in the control word and the II is urned ON uncondition- 
ally. The interval timer raises a service request to the IOC for 750 micro- 
seconds. If the request times out without being serviced, a subsequent request 
that is serviced causes the System Overload status to be stored in the control 
word . 

If the ALP enters the Halt state, a Special S3 status character (0000 0001) is 
stored in the control word and the II is turned ON unconditionally. 

If a latent ME is detected, an S4 status character (1000 0100) is stored in 
the control word and the II is turned ON unconditionally. 

Halt State 

The interval timer runs continuously, except when the ALP is in the Halt state. 
As the ALP enters the Halt state, the Special S3 status character is stored in 
the control word, the II is turned ON, and the timer stops counting. The timer 
resumes counting as the ALP leaves the Halt state. 

While the ALP is in the Halt state and the COMPUTE switch is pressed, the pro- 
cessor executes commands one at a time, commonly called single-stepping. The 
timer does not count during single-stepping. The timer resumes counting after 
leaving the Halt state, with the first "tic" (one millisecond count of the 
timer) occurring not less than one and not more than two milliseconds later. 

NOTE 

The IOC and the ALP have independent access to memory; 
therefore, there exists a possibility that software estab- 
lishes a new NA value immediately following a "tic" of the 
timer. After the IOC has incremented and compared the NA 
portion of the control word to the TA portion, it restores 
the incremented NA portion in the control word, destroying 
the value just established by software. To circumvent 
this problem, software stores the new NA value in the con- 
trol word a second time, nine or more microseconds later. 
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OPERATOR'S CONSOLE 



INTRODUCTION 




The NCR Century 251 operator's console, comprising a CRT Display Unit a key- 
board, a control panel, and an I/O Writer, is the primary means of communica- 
tion between the operator and the computer. To fully use the advanced NCR 
operating systems and to take advantage of the increased hardware capabilities, 
the operator must have a means to query the computer rapidly and efficiently. 
It is equally important that the computer convey to the operator as rapidly as 
possible answers to these queries, in order that the operator may make the 
decisions and judgements required of him. 
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Utilizing the operator's console, the operator can monitor the progress of 
current jobs, review status (pending, active, or terminated) of jobs in the 
system, review the allocation and availability of resources (memory, periph- 
erals, etc.), display and respond to messages, and exercise control over the 
operation of the system by manually entering instructions and data via a con- 
trol panel and/or a keyboard. 

The following integrated peripherals and components are incorporated in the 
operator's console: 

• Cathode Ray Tube (CRT) Display Unit — displays system status, messages 
between the operator and the system, and other pertinent information. 
By interpreting the data displayed on a CRT Display Unit, the operator 
can make changes or additions in an instant. 

• I/O Writer — provides a hard copy of the CRT displays. 

• Console typewriter keyboard — provides means for manual input. The 
input can be displayed on the CRT, printed on the I/O Writer, or both. 

• Control panel — consists of various indicators, display lights, and 
control swtiches . 

The individual units of the operator's console are described in more detail on 
the following pages. 

I/O WRITER 

The I/O Writer produces a printed copy of system messages and operator actions, 
The system's software uses the I/O Writer to print the following: 

• Information-only messages (messages that require no operator response) 
from the system or the user. 

• A hard copy of the current CRT display, if requested by the operator. 

• Date and time at regular intervals (approximately every 15 minutes) as 
a reference point. 

Physical Description 

The I/O Writer, located to the right of the CRT Display Unit, is a serial, 
non- impact thermal printer. Printing is done by a single print head, con- 
sisting of a 7 x 5 dot matrix. By heating the selected elements of the matrix 
and bringing them into light contact with heat-sensitive paper, the character 
image is formed on the paper. The length of the print line is 80 characters. 
Functions included for page formatting are backspace, line feed, and carriage 
return, which may be initiated by pressing the appropriate key on the keyboard, 
Line feed and carriage return are initiated automatically when the printhead 
reaches the end of a line. The nominal printing rate of the I/O Writer is 30 
characters per second. 

Functional Description 

• Command Operation 

Execution of an INOUT command selects the I/O Writer and issues one of the 
following function codes : 
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• Input Permit 

• Output 

• Reset 

Input/output operations through the I/O Writer require the transmission of 
two PAF characters — trunk/position number and function. 

Byte 1 of the PAF specifies the "trunk and position number of the I/O Writer 
The second PAF character specifies the desired function. 



PERIPHERAL ADDRESS FIELD 


8 7 6 5 4 3 2 1 


8 7 6 5 4 3 2 1 


T T T P P P 


F F 



T = Trunk number (000 for the I/O Writer) 
P = Position number (101 for the I/O Writer) 
F = Function code 00 = Reset 

01 = Input Permit 

10 = Output 

Only the two least significant bits of the function PAF character are used. 
The remaining bits are ignored. 

The following table briefly describes the functions initiated by the func- 
tion codes of the PAF. 



FUNCTION CODES 


Code 


Name 


Function 


XXXXXXOO 
XXXXXX01 
XXXXXX10 


Reset 

Input Permit 

Output 


Turns OFF the input permit flag and 
places the I/O Writer control in the 
idle mode. The processor does not 
store an S2 status character of 
Command-Initiated until the input 
permit flag is turned OFF. No S3 
status character is sent to the 
processor. 

Turns ON the input permit flag and 
places the I/O Writer control in the 
input mode. The processor does not 
store an S2 status character of 
Command-Initiated until the input 
permit flag is turned ON. No S3 
status character is sent to the 
processor at this time. 

Places the I/O Writer control in the 
output mode. The processor does not 
store an S2 status character of 
Command-Initiated until the I/O 
Writer control has entered the 
output mode. 
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Response 

The response number selects the control word used in conjunction with a 
peripheral during an I/O operation. The I/O Writer response number is two, 
and it selects control word two at memory location 1040, which is reserved* 
for the I/O Writer. 

Modes of Operation 

The I/O Writer has three functional modes of operation: idle, input and 
output. 

• Idle Mode 



The idle mode is a neutral state from which the other two modes are 
entered. The I/O Writer is placed in the idle mode in one of three ways: 

• Power turned on initially 

• Termination of an input or output function 

• Completion of a reset function 

• Input Mode 

The I/O Writer enters the input mode whenever it receives the input per- 
mit function code from the processor. The keyboard is assigned logically 
to the I/O Writer (rather than to the CRT, which is also serviced by the 
keyboard) and the I/O Writer-Keyboard Indicator light is turned ON. Data 
is received from the keyboard by the I/O Writer Control Unit, which then 
requests service from the processor to transfer the assembled character 
to memory. If additional data is received from the I/O Writer before 
completion of the data transfer by the IOC, a system overload occurs. 
Additional data from the I/O Writer cannot be accepted after a system 
overload. The program must reselect the I/O Writer and place it in the 
input mode before the transfer of additional data. Termination of the 
operation causes an S3 status character to be transmitted to the pro- 
cessor; the I/O Writer enters the idle mode. A latent error condition 
inhibits the transmission of the S3 status after termination. 

• Output Mode 

The I/O Writer enters the output mode whenever it receives the output 
function code from the processor. When in the output mode, the I/O 
Writer Control Unit resets the data register and requests service from 
the processor. The processor transfers a character to the data register. 
From the data register the character is transferred to the I/O Writer 
where it is either printed or used to initiate a non-print function (line 
feed, carriage return, etc.). When data transfer to the I/O Writer is 
completed, the data register is reset; this initiates another I/O request 
to the processor. The above procedure is repeated until termination of 
the operation. Termination causes an S3 character to be transmitted to 
the processor and the I/O Writer enters the idle mode. A latent error 
condition inhibits transmission of the S3 after termination. In the 
output mode the I/O Writer cannot cause a system overload. 
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NOTE 

With the printhead positioned at the last character posi- 
tion of the line, if a print character is received, that 
character is printed, and the I/O Writer initiates a car- 
riage return and line feed function. Any characters sent 
to the I/O Writer while the carriage (printhead) is re- 
turning are ignored and not printed. 

If a carriage return character is received, regardless of 
the printhead' s position, the IOC delays transmission of 
additional characters until the carriage return function 
is completed. 

Status Character 

Three different status characters may be stored to reflect the result of a 
specific phase of an I/O operation. An S2 status character reflects the 
results of a selection attempt, an S3 status character reflects the results 
of the data transfer at termination, and if an error occurs in transmission 
and the S3 status character is inhibited by the IOC, an S4 status character 
is generated and stored in place of the S3. 

The following table lists all of the status characters associated with the 
I/O Writer and a brief functional description of each. 



INPUT/OUTPUT WRITER STATUS CHARACTERS 


Status 


Character 


Condition 


Indicates 


Condition during selection process 


S2 


00000010 


Inoperative 


I/O Writer is performing a function 
when a selection attempt is made; 
however, the reset function is 
accepted when the I/O Wrtier is 
in the input mode. 


S2 


01000000 


Command 


All operating conditions satisfied. 






Initiated 


PAF accepted. 


Condition occurring after selection 


S3 


00000000 


Operation 


An end-of -message (EOM) was received 






Complete 


during input and no errors or 
exception conditions occurred. 


S3 


11000000 


Segment 


The NA character of the CW is equal 






Complete 


to the TA character of the CW during 
input or output and last character on 
input was not end-of -message. 


S3 


00000010 


Inoperative 


I/O Writer becomes inoperative after 
selection but before normal termination 
(after loss of power to the I/O 
Writer, for example). 


S3 


00010000 


System 


IOC did not respond to a request 






Overload 


for service before the arrival of the 
next character at the register. 


S4 


10000001 


Transmission 
Error 


Error in transmission — parity error. 
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Termination 



II 



Normal termination occurs when a processor terminate signal is received or 
an end-of-message (EOM) character is entered from the keyboard. If the 
termination is a result of a processor terminate signal, a Segment Complete 
S3 status character is stored; for EOM character termination, an Operation 
Complete S3 status character is stored. 

Either the processor or the I/O Writer Control can detect an error condition. 
If the processor detects an error, it sends an error signal to the I/O Writer 
Control. The I/O Writer control turns off the input permit mode flag and 
places the writer in the idle mode; S3 status is not sent by the I/O Writer 
Control, in this case. If the I/O Writer Control detects the error, it turns 
off the input permit flag, places the writer in the idle mode, and sends an 
Inoperative S3 status character to the processor. 



During an input operation, the EOM character is detected by the I/O Writer 
Control Unit. The EOM character is transmitted to the processor and the 
operation terminates. During an output operation, the EOM character (BELL 
character) is transmitted to the I/O Writer as a normal character without 
any special effect on the operation. 

Data Configuration 

The data transmitted to the I/O Writer are either print characters or con- 
trol characters. Print characters are those that cause a visible character 
image to be formed on the heat-sensitive paper. Control characters are those 
that cause some mechanical function to occur in the I/O Writer (for example, 
line feed, carriage return, etc.). 

During an output operation the printed character set is the same as the NCR 
Century character set. Zero is represented as "0". During an input opera- 
tion any character with bits 6 and 7 both true cannot be input. 



The following chart shows the printable characters of the I/O Writer. 



II 



I/O WRITER CHARACTER SET 
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Note: b 8 (not shown) = for the characters shown above. The seven bit set conforms to 
Code for Information Interchange (USASCII). 
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CONTROL PANEL 
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Physical Description 

The control panel consists of various switches and indicator lights. Located 
on the panel above the I/O Writer-CRT keyboard are 10 pushbutton switches for 
initiating certain functions and entering or displaying control information 
necessary for the operation of the system. Arranged vertically to the right 
of the CRT are four rotary switches for establishing PAF characters during 
manual loading operations. Located below these are the Address Register Switch 
and the BAR/LAR Switch. Located below the CRT unit are additional control 
switches and indicator lights. The indicator lights are used for displaying 
the contents of certain registers, the memory configuration in use, and the 
processor status. The switches are used to place the processor in the halt 
state, to use the monitoring feature, and to exercise certain options available 
with the NCR Century 251. 

For a complete description of the functions performed by the switches and in- 
dicators on the Control Panel, refer to the NCR CENTURY OPERATORS INFORMATION 
MANUAL . 
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Operator Alert Indicator 

The operator alert indicator is an audible alarm, sufficiently loud to be 
heard above the normal noise created by a data processing system. The function 
of the alarm is to alert the operator when a program stops or when a program 
requires operator intervention. The operator alert disable switch on the con- 
sole provides the operator with a manual override of the alarm. 

The alarm sounds when either of the following sets of conditions exist: 

1. The processor power is on. 

The processor halt switch is off. 

The processor is not in the "test" state. 

The operator alert disable switch is off. 

The processor is in a wait and/or error halt state. 

2. The processor power is on. 

The processor halt switch is off. 

The processor is not in a wait and/or error halt state. 

The operator alert disable switch is off. 

A special programmable character is output to the I/O Writer. 

If either set of conditions exists, the operator alarm is activated. Once 
activated, the alarm continues to sound until the operator activates the reset 
switch. 

As an option, an additional alarm may be used in parallel with the operator 
alert indicator. The optional alarm may be located up to 100 feet from the 
console. 

CRT DISPLAY SYSTEM 
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The CRT Display System is the main device used by the operator to communicate 
with the computer. With greater flexibility and rapid response, the CRT Dis- 
play System provides the operator with instantaneous access to program and 
system status information. 

The CRT Display System functionally comprises two separate units: the Touch- 
plate Switches and the CRT Display Unit. Each is described in more detail on 
the following pages. 

Under control of the operating system, the CRT Display System is used to dis- 
play system status, user messages, system messages, and system requests. The 
use of these displays and the CRT operating procedures are described in detail 
in the NCR CENTURY OPERATORS INFORMATION MANUAL. 

TOUCHPLATE SWITCHES 

Physical Description 

The CRT Display Unit is controlled by 32 Touchplate Switches placed vertically 
on the left side of the Display Unit. The Control Panel has a "Touchplate" 
light to indicate when the touchplate switches are "live", i.e., the switches 
are selected for input. When the operator presses any one of the selected 
switches, the function assigned to that switch is initiated. 

The touchplate switches are divided into two groups: 24 numeric switches 
aligned with the screen lines, and 8 alpha control switches immediately to the 
left of the line switches. 

Fun c tional Description 

• Command Operation 

Execution of an INOUT command selects the Touchplate Switches and issues 
the function code which can be either RESET or INPUT PERMIT. I/O operations 
involving the Touchplate Switches require the transmission of two PAF char- 
acters — trunk/position number and function. Byte 1 of the PAF specifies 
the trunk/position number and byte 2 specifies the function that the Touch- 
plate Switches are to perform. 



PERIPHERAL ADDRESS FIELD 


8 7 6 5 4 3 2 1 


8 7 6 5 4 3 2 1 


T T T P P P 


OOOOFOOF 



T = Trunk number (000 for the Touchplate Switches) 
P = Position number (000 for the Touchplate Switches) 
F = Function Code 00001000 = Reset 

00001001 = Input Permit 

The following table explains the actions initiated by the Touchplate Switches 
function codes. 
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FUNCTION CODES 


Code 


Name 


Function 


00001000 


Reset 


Turns OFF the input permit flag and places the Touch- 
plate Switches in the idle mode. The Touchplate 
Indicator is turned OFF. The processor does not store 
an S2 status character of Command-Initiated until the 
input permit flag is turned OFF. No S3 status 
character is sent to the processor. 


00001001 


Input 
Permit 


Turns On the input permit flag and places the Touch- 
plate Switches in the input mode. The processor does 
not store an S2 status character of Command-Initiated 
until the input flag is turned ON. The Touchplate 
Select Indicator is turned ON. No S3 Status character 
is sent to the processor. 



• Response 

The response number for the Touchplate Switches is three. The response 
number selects the control word used in conjunction with the peripheral 
during an 1/0 operation. Response number three selects Control Word three 
at address 1048, which is permanently assigned to the Touchplate Switches. 

• Modes of Operation 

The Touchplate Switches have two functional modes of operation: idle and 
input permit. 

• Idle Mode 

The idle mode is a neutral state. Whenever the input permit flag is 
OFF the touchplates are in the idle mode. The touchplate switches are 
placed in the idle mode in one of three ways : 

• Power turned on initially 

• Completion of a RESET function 

• Releasing a pressed Touchplate Switch when in the input mode 

• Input Permit Mode 

The Touchplate Switch Control Unit is placed in the input permit mode 
whenever it receives the input function code from the processor. By 
pressing and then releasing a Touchplate Switch sends one character of 
data to the processor, resets the input permit flag, and turns OFF the 
Touchplate Indicator. To input additional data, the above sequence is 
repeated. 

The character sent to the processor designates the Touchplate Switch 
that was released. The 24 numeric switches are designated binarily by 
the five least significant bits; bits 6 through 8 are 0. 

The 8 alpha switches are designated binarily by the three least signifi- 
cant bits. Bit 6 is ON to distinguish the control switches from the line 
switches; bits 4, 5, 7 and 8 are 0. 
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SWITCH DESIGNATION 


CONTROL SWITCHES 


LINE SWITCHES 


Bit 
Configuration 


Switch 
Designation 


Bit 
Configuration 


Switch 
Designation 


001 0000 
0010 0001 
0010 0010 
00100011 
0010 0100 
0010 0101 
00100110 
0010 0111 


A 
B 
C 
D 

E 
F 
G 
H 


0000 0000 
0000 0001 

0000 0010 

• 

• 
• 

0001 0101 
0001 0110 
0001 0111 


1 
2 
3 

• 

• 

• 

22 
23 
24 



• Termination 

When the transfer of the data character is complete, the Touchplate Switch 
control unit sends an Operation Complete S3 status character to the pro- - 
cessor to terminate the operation. The Touchplate Switches are deselected 
and placed in the idle mode. 

CRT DISPLAY UNIT 



Ph 



\r« i r-a 



1 Tlpcr-rinf-inn 



The CRT Display Unit is a vertical alphanumeric display unit with a 7 x 8.5 
II inches viewing screen. A total of 960 characters may be displayed with 40 

characters to a line, and 24 lines to a page. Each character is formed by dis- 
playing the required portions of a 35-dot five-by-seven matrix. The CRT Dis- 
play Unit can display 82 characters out of a possible 128 character set (ASCII) , 
Any character that is not part of the CRT 82-character code set is displayed as 
the full 35-dot character which forms a rectangle. The memory configuration of 
the character is not affected. 

The display on the CRT screen is adjusted by a set of switches on the display 
unit. 

The vertical position control moves the entire display up or down on the view- 
ing screen. The vertical size control moves the display lines vertically 
closer to each other or farther apart. 

The horizontal position control moves the entire display either to the left or 
the right on the viewing screen. The horizontal size control moves the display 
lines horizontally closer to each other or farther apart. 

The focus control adjusts the focus of the display on the viewing screen. 

The brightness control adjusts the brightness of the display to suit personal 
preferences and to compensate for lighting conditions. 
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Functional Description 

• Command Operation 

Execution of the INOUT command selects the CRT Display Unit and issues one 
of the following function codes: 

• Reset 

• Input-Local 

• Output 

• Input-Transmit 

I/O operations involving the CRT Display Unit require either two or five 
PAF characters. Both input operations, local and transmit, require the 
transmission of five PAF characters. The reset and output functions require 
two PAF characters. 

The first two PAF characters are the same for all functions — Trunk/posi- 
tion number and the Function Code. 



PERIPHERAL ADDRESS FIELD 


I - FIRST AND SECOND BYTE 


8 7 6 5 4 3 2 1 


8 7 6 5 4 3 2 1 


T T T P P P 


F F F 



Trunk number (000 for the CRT) 
Position number (000 for the CRT) 
Function code 00000000 = Reset 

00000001 = Input-Local 
00000010 = Output 
00000101 = Input-Transmit 



The input functions, Input-Local and Input-Transmit, require three addi- 
tional PAF characters to specify the location of the cursor. 



PERIPHERAL ADDRESS FIELD- THIRD THROUGH FIFTH BYTE 


8 7 6 5 4 3 2 1 


8 7 6 5 4 3 2 1 


8 7 6 5 4 3 2 1 


110 10 


000LLLLL 


OOCCCCCC 



00011010 = Hexadecimal character 1A, the Jump Cursor character 

L = Line location of the cursor 

C = Character location of the cursor 

The 5 least significant bits (L) in the 4th PAF character indicate the line 
location (0 through 23 with specifying line 1) of the cursor. 

To indicate the character position of the cursor, the fifth PAF character 
uses the least significant six bits (C) to count binarily from through 
39, for a total of 40 horizontal characters on the viewing screen of the 
CRT. Bits 7 and 8 of the PAF character are 0. 
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The following table briefly describes the functions initiated by the func- 
tion codes of the PAF. 



FUNCTION CODES 


Code 


Name 


Function 


00000000 


Reset 


Turns OFF the Input-Local flag and places the CRT unit 
in the idle mode. The CRT-Input and CRT-Local indicators 
are turned OFF. The processor does not store an S2 
status character of Command-Initiated until the Input- 
Local flag is turned OFF. No S3 status character is 
sent to the processor. 


00000001 


Input- 
Local 


Turns ON the Input-Local flag and places the CRT unit 
in the input mode. The processor does not store an S2 
status character of Command-Initiated until the Input-Local 
flag is turned ON. The CRT-Input and CRT-Local indicators 
are turned ON. The keyboard is assigned logically to 
the CRT unit and the CRT-Keyboard indicator is turned 
ON. The processor does not receive an S3 status 
character at this time. 


00000010 


Output 


Turns ON the output flag and places the CRT unit in 
the output mode. The processor does not store an S2 status 
character of Command-Initiated until the output flag is 
turned ON. No S3 status character is sent to the processor 
at this time. 


00000101 


Input- 
Transmit 


Turns ON the Input-Transmit flag and places the CRT 
unit in the Input-Transmit mode. The processor does 
not store an S2 status character of Command-Initiated 

■ in-til fko Innnt.Trfincmit fl^n ic tiirnoH PIM Tho PRT. 

Local indicator is turned OFF. The processor does not 
receive an S3 status character at this time. 



Response 

The CRT Display Unit has two response numbers and uses two control words: 
one for the input mode, one for the output mode. 

In the input mode the CRT Display Unit responds with the number 1 and uses 
control word 1 at memory location 1032 during the 1/0 operations. In the 
output mode the CRT Display Unit responds with the number 4 and uses control 
word 4 at memory location 1056 during the 1/0 operations. 

By assigning two response numbers and two control words to the CRT Display 
Unit, two-way simultaneity is achieved; the unit can output information at 
the same time that the operator is inputting information. 

Modes of Operation 

The CRT Display Unit has four modes of operation: Idle, Input-Local, Out- 
put, and Input-Transmit. 

• Idle Mode 



The idle mode is the neutral state of the CRT Display Unit. In the idle 
mode, the input flag is off. The idle mode is entered in one of two ways 
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• Power turned on initially 

• Completion of a RESET function 

Input-Local Mode 

The CRT Display Unit enters the Input-Local mode when it receives the 
input-local function code from the processor. The Third, fourth and 
Fifth PAF characters position the cursor to the line and character posi- 
tion in that line where the local input by the operator is to begin. 
Software determines the location of the cursor prior to the execution of 
the INOUT command. 

The Input-Local mode of operation consists of two internal stages: the 
input stage and the transmission stage. 

During the input stage, all characters on the keyboard are entered, one 
at a time, into a register in the I/O Control. From the I/O Control 
they are transmitted to a one-character buffer in the CRT Display Unit, 
displayed on the CRT and then entered into the CRT cyclic memory. 

The beginning of the local input field is marked by inserting a flag 
into each character position that is input; therefore, the operator must 
not move the cursor during local input, except within the local field 
defined by software. 

During the transmission stage, which is entered by depression of the 
XMIT (Transmit) key on the keyboard, the cursor moves automatically to 
the home position. From that position the cursor begins a search until 
it finds the beginning of the local field. The CRT Unit requests service 
from the processor and the transfer of data from the CRT cyclic memory 
to the processor begins. When the data in the CRT memory has been trans- 
ferred, the operation terminates and an S3 status character is sent to 
the processor. 

Output Mode 

The CRT Unit is placed in the output mode when it receives an output 
function code from the processor. In the output mode, the first three 
bytes of data transmitted are the Jump Cursor character, the line posi- 
tion and the relative character position of the cursor within that line. 
The remaining bytes of data are transmitted to the CRT cyclic memory and 
displayed on the screen. When the output data has been transferred to 
the CRT memory, the operation terminates, and an S3 status character is 
sent to the processor. 

NOTE 



During the output mode of operation, if the data trans- 
mitted overlaps into a Local-Input character field, the 
flag associated with each overlapped character in the 
Local-Input field is erased and the ability to locate the 
beginning of the local field is lost. 



PRODUCT INFORMATION — NCR CENTURY SERIES Aug. 73 

PROCESSORS — PUB. NO. 10 Page 104 



NCR CENTURY 251 — OPERATOR'S CONSOLE 



• Input-Transmit Mode 

The CRT Unit enters the Input-Transmit mode when it receives the input- 
transmit function code from the processor. The third, fourth, and fifth 
PAF characters position the cursor to the line and the character position 
in that line where the transmission of data is to start. The CRT Unit 
requests service from the processor and the transfer of data starts from 
the position marked by the cursor and continues till termination. An S3 
status character is sent to the processor when the operation terminates. 

Status Character Transmission 



Status of the CRT Display System is indicated at three different times dur- 
ing the operation by transmission of a status character to the processor. 
Three distinct status characters may be stored by the processor, each at a 
specific time indicating a specific condition: an S2 during the selection 
process, an S3 at the termination of an input or output function, or an S4 
if an error occurred during the transmission of data and the transmission 
of an S3 is inhibited. 

In most cases if the CRT Unit is performing a function and an attempt is 
made to select it for another function, the selection will be performed and 
an S 2 of command- initiated is stored by the processor. However, the 
combinations of functions shown in the following table prohibit selection 
and cause an S2 of busy to be stored by the processor. 



Function In 


Function In Process 


S2 Status Stored 


Process 


Of Selecting 




Input-Transmit 


Reset 


10000000 Busy 


Input-Transmit 


Input- Local 


10000000 Busy 


Input-Transmit 


Input-Transmit 


10000000 Busy 


Input- Local 


Input- Local 


10000000 Busy 


Input-Local 


Input-Transmit 


10000000 Busy 


Output 


Output 


10000000 Busy 



If an attempt is made to select the CRT Unit when it is in the input stage 
of the Input-Local mode of operation, the selection is completed; if the 
CRT Unit is in the transmission stage, the selection is not completed and 
an S2 Busy status is sent to the processor. 

If the CRT Display Unit is selected for an output function, while it is in 
the Input-Local mode to permit the operator to enter data through the key- 
board, the Input-Local mode is temporarily suspended until the completion 
of the output function; control is then returned to the Input-Local function. 
During the time when the Input-Local function is suspended, the operator can 
continue to input data through the keyboard. Due to the speed of the opera- 
tion, the Output function is usually completed and control returned to the 
Input-Local mode before the next character on the keyboard is entered. If, 
however, a character on the keyboard is entered before control is returned 
to the Input-Local function, a System Overload occurs, the operation ter- 
minates and an S3 status character of System Overload is sent to the pro- 
cessor. 



PRODUCT INFORMATION — NCR CENTURY SERIES 
PROCESSORS — PUB. NO. 10 



Aug. 73 
Page 105 



When any function is terminated, an S3 status character is sent to the 
processor to indicate the status of the termination. The following illus- 
tration shows the possible S3 status characters sent to the processor and a 
brief functional description of each. 



S3 STATUS CHARACTERS 


Bit Configuration 


Name 


Description 


0000 0000 


Operation 
Complete 


Indicates that an End of Text (ETX) 
character has been received on an input 
operation and no errors or exceptions exist. 


1100 0000 


Segment 
Complete 


Indicates that NA = TA in the processor 
during an input or output operation and 
the last character transmitted on input 
was not an ETX character. 


0001 0000 


System 
Overload 


Indicates that I/O Control did not respond 
to a request for service before the next 
character was input to the register. This 
S3 status character is indicative of loss 
of data. 


0000 0001 


Special 


Indicates that, while in the Input-Local 
mode, the local field was not established 
before the unit was selected for an output 
function and the input function was suspended; 
when control is returned to the Input-Local 
mode, the local field cannot be established, 
since it was not started, the cursor is moved 
to the HOME position, the Input-Local function 
is terminated and an S3 status of 01 is sent 
to the processor. 


0000 001 


Inoperative 


Indicates that the CRT entered the "Not- 
ready" state during an I/O operation. The 
not-ready condition may be either long- 
term or short-term. The long-term not- 
ready condition usually requires manual 
intervention to restore the CRT to the 
ready state. The short-term not-ready 
condition is self-correcting. The system 
software, after the INOPERATIVE S3 status 
character has been detected, initiates a 
re-try of the same operation. If a second 
INOPERATIVE S3 is detected, software 
assumes the condition to be the long-term 
type and no more re-tries are initiated. 
This S3 status character is also indicative 
of an out-of-range cursor position character 
sent to the CRT that caused the cursor 
to be positioned off -screen. 
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• Termination 

Normal termination occurs when the terminate signal is received from the 
processor as a result of NA = TA, or when an End-of-Text (ETX) character is 
detected. The processor terminate signal (NA = TA) causes the CRT to send 
a Segment Complete S3 status character to the processor. The detection of 
an ETX character causes the CRT to send an Operation Complete S3 status 
character to the processor. The detection of an ETX character causes the 
operation to terminate on input only. During an output operation, the ETX 
character is transmitted to the CRT Unit as a display character. 

Character Set 

The CRT Display Unit recognizes 82 characters out of the NCR Century Code Set 
of 128 characters. Any character that is not recognized by the CRT Unit is 
displayed as a full 35-dot box. The character is retained in CRT memory in 
the correct bit configuration and can be transmitted to the processor in the 
correct form. 

The following illustration is a chart of the CRT Character Set. 



CRT CHARACTER SET 
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In addition to the characters that can be displayed on the CRT screen, there 
are control and special characters used in the operation of the CRT Display 
Unit. Some of these special characters are stored in the CRT memory, while 
others perform control functions during the operation and are not stored in 
the cyclic memory of the CRT Unit. 

The following chart lists the control characters, their bit configuration as 
two hexadecimal characters and a brief functional description. 



CONTROL AND SPECIAL CHARACTERS 




Character 


Hex Configuration 


Description 




NUL 


00 


Does not cause cursor to move; not 
stored in the CRT memory; not 
displayed. 




ETX 


03 


End of Text — control character; stored 
in the CRT memory; transmission is 
halted after this character; displayed 
asX. 




BEL 


07 


Bell — control character; in input-local, 
displayed and stored in the CRT memory 
as 35-dot box; no alarm is sounded. When 
received from MSU in OUTPUT, causes an 
audible tone of 240 Hz for 1 .5 to 2.5 
seconds but is not stored or displayed. 




BS 


08 


Backspace — control character; not stored 
in CRT memory. Backspace cursor one 
character. When cursor is on left edge of 
page, BS causes it to reappear at the right 
edge of same line. 




TAB 


09 


Tabulate -*■ control character; not stored 
in CRT memory. Causes cursor to move 
forward to the next tab stop location. 
If no tab stop is found in a line, the 
cursor moves to the left edge of the 
next line. 




LF 


0A 


Line Feed — control character; not stored 
in CRT memory. Moves cursor one line 
down; when the cursor is in the bottom 
line, LF causes it to appear in the top 
line. 




TAB SET 


0B 


Set tabulation — control character; not 
stored in CRT memory. Causes a tab stop 
flag to be entered at the cursor horizontal 
location in all lines. 




FF 


OC 


Form Feed — control character; not stored 
in CRT memory. Clears entire CRT memory, 
including tab stop flags. Cursor is 
positioned at top, leftmost position. 




CR 


0D 


Carriage Return — control character; 
stored in the CRT memory. Displayed 
as\7. Returns cursor to leftmost 
position, next line down. 
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CONTROL AND SPECIAL CHARACTERS 


Character 


Hex 
Configuration 


Description 


Line Clear 


11 


Line Clear — control character; not stored 
in CRT memory. Erases all data in the line 
except tab flags. Data will be erased 
from the cursor position (including the 
cursor position) up to and including 
the last character in the line. 


FS 


12 


Forward space — control character; not 
stored in the CRT memory. Moves cursor 
one position to the right. If the 
cursor is at the right edge of the page, 
FS causes it to reappear at the left 
edge down shifted one line. If the 
cursor is located in last position of 
bottom lipe, FS causes it to reappear 
in Home position. 


RLF 


13 


Reverse Line Feed — control character; 
not stored in CRT memory. Causes the 
cursor to be moved one line up. When 
the cursor is in the top line, RLF 
causes it to reappear in the bottom line. 


HOME 


14 


Home — control character; not stored in CRT 
memory. Causes cursor to be moved to Home 
(upper left) position. 


SUB 


1A 


Jump Cursor — control character; not 

stored in CRT memory. The CRT in OUTPUT 

mode is alerted to a sequence of SUB 

plus two following characters. The 

first character is line address to which 

the cursor is moved. The second character 

is the "character" position to which 

the cursor is moved. 


ESC 


1B 


Report Cursor — control character; not 
stored in the CRT memory.* 


GS 


1D 


Cursor control character; stored in CRT 
memory on receipt from MSU. Displayed 
as A. Cannot be stored or generated 
from Keyboard. Has no function in 
system at present time. 


RS 


1E 


Cursor control character; stored in CRT 
memory on receipt from MSU. Displayed 
as <, Cannot be stored or generated 
from Keyboard. Has no function in 
system at present time. 


US 


1F 


Cursor control character; stored in CRT 
memory on receipt from MSU. Displayed 
as !> . Cannot be stored or generated 
from Keyboard. Has no function in 
system at present time. 


CURSOR 




In an empty or nulled position is 
displayed as<>. In an occupied position, 
that character will blink. It is non- 
destructive. 


* When the Report Cursor character received in the data stream in OUTPUT causes 
the function to suspend activity, two characters are sent to MSU, then OUTPUT 
resumes activity. 
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KEYBOARD 

The keyboard of the operator T s console is shared by the I/O Writer and the CRT 
Display Unit. In addition to the alpha, numeric and special characters shown 
in the I/O Writer Character Set, the keyboard has certain control keys used in 
conjunction with the I/O Writer and the CRT Display Unit. 

The following illustration shows the keyboard configuration and key top ref- 
erence designation. Each key is also referenced by a number above the key. 
The charts that follow the keyboard illustration contain the ASCII and the 8- 
bit binary codes for each key on the keyboard, the corresponding character 
printed on the I/O Writer and displayed on the CRT Display Unit. Both upper 
and lower shifts are illustrated. 



KEYBOARD CONFIGURATION AND KEY TOP DESIGNATORS 
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KEYBOARD - CRT - 


- I/O WRITER CHARACTER SET - LOWER SHIFT 


Key 


ASCII 


Binary 


CRT Displays 


I/O Writer Prints 


1 


A 


0100 0001 


A 


A 


2 


B 


0100 0010 


B 


B 


3 


C 


0100 0011 


C 


C 


4 


D 


0100 0100 


D 


D 


5 


E 


0100 0101 


E 


E 


6 


F 


0100 0110 


F 


F 


7 


G 


0100 0111 


G 


G 


8 


H 


0100 1000 


H 


H 


9 


I 


0100 1001 


I 


I 


10 


J 


0100 1010 


J 


J 


11 


K 


0100 1011 


K 


K 


12 


L 


0100 1100 


L 


L 


13 


M 


0100 1101 


M 


M 


14 


N 


01001110 


N 


N 


15 





0100 1111 








16 


P 


0101 0000 


P 


P 


17 


Q 


0101 0001 


Q 


Q 


18 


R 


0101 0010 


R 


R 


19 


S 


0101 0011 


S 


S 


20 


T 


0101 0100 


T 


T 


21 


U 


0101 0101 


U 


U 


22 


V 


0101 0110 


V 


V 


23 


w 


0101 0T11 


w 


w 


24 


X 


0101 1000 


X 


X 


25 


Y 


0101 1001 


Y 


Y 


26 


z 
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z 
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27 





001 1 0000 








28 


1 


001 1 0001 


1 


1 


29 


2 


0011 0010 


2 


2 


30 


3 


0011 0011 


3 


3 


31 


4 


0011 0100 


4 


4 


32 


5 


0011 0101 


5 


5 


33 


6 


0011 0110 


6 


6 


34 


7 


001 1 01 1 1 


7 


7 


35 


8 


0011 1000 


8 


8 


36 


9 


0011 1001 


9 


9 


37 




nnn mm 






38 


; 


0011 1011 


* 


; 


39 


/ 


00101111 


/ 


/ 


40 




0010 1110 






41 




0010 1100 


, 


, 


42 


- 


0010 1101 


- 


- 


43 


CR 


0000 1101 


V 


(Returns Carriage) 


44 


@ 


0100 0000 


@ 


@ 


45 


DC4(H0ME) 


0001 0100 


(Home Function) 




46 


DC3(RLF) 


0001 0011 


(RLF Function) 




47 


BS 


0000 1000 


(Backspace Cursor) 


(Backspaces) 


48 


DC2(FS) 


0001 0010 


(Forward Space Cursor) 




49 


LF 


0000 1010 


(Feeds 1 Line) 


(Feeds 1 Line) 


50 


SP 


0010 0000 


(Spaces 1 Position) 


(Spaces 1 Position) 


51 






(Repeat Function) 




52 


ETX 


0000 0011 


X 




53 


DC1 (Line Clear) 


0001 0001 


(Line Clear Function) 




54 






(Clear Function) 




55 






(Erase Lock Function — See Note 1) 


56 


A 


0101 1110 


t 


T 


57 




0000 1001 


(Tab Function) 




58 






(Clear Tab Function) 




59 






(Transmit Function) 




60 


BEL 


0000 01 1 1 


(Bell Function) 




61 






(Clear All Tabs Function) 




62 






(See Note 2) 




63 






(See Note 3) 




64 




0000 1011 


(Tab Set Function) 




65 


[ 


0101 1011 


[ 


| 


66 


\ 


0101 1100 


\ 


\ 


67 






(See Note 4) 




68 






(See Note 4) 




69 


] 


0101 1101 


] 


] 


70 


- 


0101 1111 


•<- 


•<- 


71 




0000 1100 


(Form Feed Function) 
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KEYBOARD - CRT - 


I/O WRITER CHARACTER SET - UPPER SHIFT 


Key 


ASCII 


Binary 


CRT Displays 


I/O Writer Prints 


1 


A 


0100 0001 


A 


A 


2 


B 


0100 0010 


B 


B 


3 


C 


0100 0011 


c 


C 


4 


D 


0100 0100 


D 


D 


5 


E 


0100 0101 


E 


E 


6 


F 


0100 0110 


F 


F 


7 


G 


0100 0111 


G 


G 


8 


H 


0100 1000 


H 


H 


9 


I 


0100 1001 


I 


I 


10 


J 


0100 1010 


J 


J 


11 


K 


0100 1011 


K 


K 


12 


L 


0100 1100 


L 


L 


13 


M 


0100 1101 


M 


M 


14 


N 


0100 1110 


N 


N 


15 





0100 1111 





O 


16 


P 


0101 0000 


p 


P 


17 


Q 


0101 0001 


Q 


Q 


18 


R 


0101 0010 


R 


R 


19 


S 


0101 0011 


s 


S 


20 


T 


0101 0100 


T 


T 


21 


U 


0101 0101 


u 


U 


22 


V 


0101 0110 


V 


V 


23 


w 


0101 0111 


s 


s 


24 


X 


0101 1000 


X 


X 


25 


Y 


0101 1001 


V 


Y 


26 


z 


0101 1010 


z 


z 


27 





0011 0000 








28 


! 


0010 0001 


! 


! 


29 


" 


0010 0010 


" 




30 


# 


0010 0011 


# 


# 


31 


$ 


0010 0100 


$ 


$ 


32 


% 


0010 0101 


% 


% 


33 


& 


0010 0110 


& 


& 


34 


• 


0010 0111 


' 


' 


35 


( 


0010 1000 


( 


( 


36 


) 


0010 1001 


) 


) 


37 


* 


0010 1010 


* 


* 


39 


+ 


0010 1011 


+ 


+ 


39 


? 


0011 1111 


? 


? 


40 


> 


0011 1110 


> 


> 


41 


< 


0011 1100 


< 


< 


42 


= 


0011 1101 


= 


= 


43 


CR 


0000 1101 


V 


(Returns Carriage) 


44 


@ 


0100 0000 


@ 


@ 


45 


DC4(HOME) 


0001 0100 


(Home Function) 




46 


DC3(RLF) 


0001 001 1 


(RLF Function) 




47 


BS 


0000 1000 


(Backspaces Cursor) 


(Backspaces) 


48 


DC2(FS) 


0001 0010 


(Forward Spaces Cursor) 




49 


LF 


0000 1010 


(Feeds 1 Line) 


(Feeds 1 Line) 


50 


SP 


001 0000 


(Spaces 1 Position) 


(Spaces 1 Position) 


51 






(Repeat Function) 




52 


ETX 


0000 0011 


X 




53 


DCKLine Clear) 


0001 0001 


(Line Clear Function) 




54 






(Clear Function) 




55 






(Erase Lock Function - See Note 1) 


56 


A 


0101 1110 


t t 


57 




0000 1011 


(Tab Set Function) 




58 






(Clear Tab Function) 




59 






(Transmit Function) 




60 


BEL 


0000 01 1 1 


(Bell Function) 




61 






(Clear All Tabs Function) 




62 






(See Note 2) 




63 






(See Note 3) 




64 




0000 1011 


(Tab Set Function) 




65 


[ 


0101 1011 


I 


| 


66 


\ 


0101 1100 


A 


\ 


67 






(See Note 4) 




68 






(See Note 4) 




69 


] 


0101 1101 


] 


] 


70 


. 


0101 1111 


<- 


<- 


71 




0000 1100 


(Form Feed Function) 





Note 1 : Must be depressed along with Line Clear, Clear, or Form Feed to activate those functions. 

Note 2: Function, connects Keyboard to IOW. 

Note 3: Function, connects Keyboard to CRT. 

Note 4: Shift, when depressed with any other key, produces upper case code or upper case function. 
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Some of the keys, explained in the previous chart, do not cause the I/O Writer 
to print nor are they displayed on the CRT Display Unit. These special keys 
perform certain control functions associated with data input and output. The 
following illustration lists the special keys and gives a brief functional 
description of each key. 



SPECIAL KEY FUNCTIONS 


#Of 
Key 


Name Of 
Key 


Description 


59 


XMIT 


Transmit - Places the CRT Display Unit in the INPUT- 
TRANSMIT mode. 


51 


REPEAT 


Repeat — When Repeat key is depressed along with any 
other key except XM IT, TAB CLEAR, or CLEAR, that key 
will be repeated at a rate of about 1 5 Hz. Depressed 
in conjunction with XMIT, TAB CLEAR, or CLEAR, 
Repeat has no effect. 


63 


CRT 


Connects the keyboard logically to the CRT Display Unit. 


62 


IOW 


Connects the keyboard logically to the I/O Writer. 


53 


Line Clear 


Erases all data in the line (except tab flags) from 
cursor position to the end of the line. Erase Lock 
must be depressed at the same time as the Line Clear 
key. Cursor positioned at next line, leftmost position. 


54 


CLEAR 


Erases all data on the screen, except the tab stop flags. 

Clear will not operate unless Erase Lock key is depressed 
at same time. 


61 


CLEAR 
ALL TABS 


Erases all tab stops in all lines. 


58 


TAB 
CLEAR 


Erases tab stops at cursor horizontal location in all 
lines. 
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SPECIFICATIONS 



NCR CENTURY 251 SPECIFICATIONS 



PHYSICAL SPECIFICATIONS 



PHYSICAL SPECIFICATIONS 


Characteristic 


Specification 


Console 


IOC 


ALP 


Memory* 


Power Requirements 


Powered 

by the 

IOC 


3-phase 

5-wire 

1 20/208V 

60 Hz 


3-phase 

5-wire 

120/208V 

60 Hz 


3-phase 

5-wire 

1 20/208V 

60 Hz 


KVA 





4.5 


3.5 


3.5 


Current by Leg 





1 = 10A 
2= 12A 
3= 14A 


1 = 13A 

2 = 10A 
3= 8A 


1 = 12A 
2= 12A 
3= 12A 


Heat Dissipation 





13,000 BTU 


9,550 BTU 


9,800 BTU 


Dimensions 
Height 
Width 
Depth 


48 in. 
67 in. 
36 in. 


66 in. 
32 in. 
27 in. 


66 in. 
32 in. 
27 in. 


66 in. 
32 in. 
27 in. 


Weight 


400 lbs. 


928 lbs. 


990 lbs. 


850 lbs. 


Service Clearance** 
Rear 
Front 
Left Side 
Right Side 





3 ft. 
3 ft. 


3 ft. 
3 ft. 

3 ft. 


3 ft. 
3 ft. 


* The specifications listed are for a 256K MSU. 
** The service clearances listed are nominal clearances required for opening doors and 
removing panels of the equipment for necessary servicing. 



ENVIRONMENTAL SPECIFICATIONS 

The required environmental conditions for the NCR Century 251 Processor are as 
shown in the following table. 



OPERATING LIMITS 


Temperature 


68°F to 78°F Dry Bulb 


Humidity 


40% to 60% Relative 


Altitude 


7000 feet maximum 



NOTE 



The NCR Century 251 System must be installed on a raised 
floor. 
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